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1
Decision/action requested

Include the proposed changes in TR 28.847.
2
References

[1]

3GPP TR 32.847: "Study on Charging Aspects for Network Slicing Phase 2"

3
Rationale

Adding an event based charging solution for the key issue 5 charging for number of simultaneous UEs per network slice.
4
Detailed proposal

	First change


6.5.2
Solution#1
6.5.2.1
General
Event based charging where the thresholds values for simultaneous number of UEs are set separately for going below (downwards) or above (upwards). This means that when a UE is added to the network slice and it at that point passes a upwards threshold it will trigger charging, and when a UE is removed from a network slice and it at this point passes a downwards threshold it will trigger charging. There may be several upwards triggers but only one downwards.
6.5.2.1
Charging information
The minimum information needed to be able to charge for the number of simultaneous UE connected to a network slice can be found in table 6.5.2.1.1.
Table 6.5.2.1.1: Minimum charging information of simultaneous number of UEs
	Information Element
	Description

	Identifier of Network Slice 
	This field identifies Network Slice and can be the Network Slice Instance or the S-NSSAI.

	Trigger
	This field identifies the passing of the threshold upwards or downwards for simultaneous number of UEs

	Trigger Timestamp
	This field holds the time when the threshold was passed

	Number of simultaneous UEs
	This field holds the number of simulations UEs after the passing of the threshold


6.5.2.2
Trigger mechanism
Thresholds may be set at provisioning of the network slice together with other network slice profiled information and updated by configuration changes.
	End of changes


