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	First modification



[bookmark: _Toc67990554]6.3.22	CNSliceSubnetProfile<<dataType>>
[bookmark: _Toc67990555]6.3.22.1	Definition
This data type represents the requirements for CN slice profile.
Editor's NOTE: Whether CNSliceSubnetProfile is an IOC or dataType is FFS.
[bookmark: _Toc67990556]6.3.22.2	Attributes

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	maxNumberofUEs
	O
	T
	T
	F
	T

	latency
	O
	T
	T
	F
	T

	[bookmark: _Hlk54093744]dLThptPerSliceSubnet
	O
	T
	T
	F
	T

	dLThptPerUEPerSubnet
	O
	T
	T
	F
	T

	uLThptPerSliceSubnet
	O
	T
	T
	F
	T

	uLThptPerUEPerSubnet
	O
	T
	T
	F
	T

	maxNumberOfPDUSessions
	O
	T
	T
	F
	T

	coverageAreaTAList
	O
	T
	T
	F
	T

	reliability
	O
	T
	T
	F
	T

	resourceSharingLevel
	O
	T
	T
	F
	T

	maxPktSize
	O
	T
	T
	F
	T

	sliceSimultaneousUse
	O
	T
	T
	F
	T

	delayTolerance
	O
	T
	T
	F
	T



[bookmark: _Toc67990557]6.3.22.3	Attribute constraints
None.
[bookmark: _Toc67990558]6.3.22.4	Notifications
The subclause 6.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.
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