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1
Decision/action requested

The group is asked to discuss and endorse.
2
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3
Rationale

In TS 23.288 [1] the NWDAF may collect performance measurements as defined in TS 28.552 [2] and 5G End to end KPIs as defined in TS 28.554 [3]. The NWDAF should consume the Performance Management services as defined in TS 28.550 [4] and specify the DN of object instances whose measurements or KPIs are to be collected. 
Accroding to TS 28.541 [5] in NWDAFFunction there is a list of CommModel, in which targetNFServiceList includes the object identifier (DN) of target NF services. The NWDAF can use the DN(s) when consuming the Performance Management services to collect measurements from 5GC NF(s). 
Observation 1:

Based on the 5G NRM defined in TS 28.541, it is supported that the NWDAF consumes the Performance Management services to collect measurements from 5GC NF(s).
In the LS response S5-206299, SA5 confirms that the OAM can provide network slice information to NWDAF via OAM configuration mechanism when network slice is created. Currently the network slice information provided to NWDAF is specified in TS 28.541 [5] section 5.3.18 which already includes sNSSAIList. SA5 can consider NSI ID and address of the NRF serving such network slice in future enhancement. However, it is not possible for the NWDAF to get KPIs for a network slice, if the NWDAF has no information about the DN of the network slice. In order to enable the NWDAF to collect the KPIs of a network slice, the NRM definition for the NWDAF should also include the DN of relevant network slice.

The NWDAF should not consume management services without limitation. What management data the NWDAF can collect should be under control. So the NWDAF should not has the knowledge of the whole NRM MIB. If the operator allow the NWDAF to collect measurements or KPIs related to the S-NSSAI from the network slice, the operator can configure the DN of relevant network slice to the NWDAF when the network slice is created.
Observation 2:

The NWDAF should not has the knowledge of the whole NRM MIB or consume management services to collect any management data without limitation.
Observation 3:

If the operator allow the NWDAF to collect KPIs related to the S-NSSAI from the network slice, the operator can configure the DN of relevant network slice to the NWDAF when the network slice is created. The NRM definition for the NWDAF should also include the DN of relevant network slice.
4
Detailed proposal

It proposes to discuss and endorse above analysis on enhancement of NRM definition of the NWDAF.
It proposes to approve the related Rel-17 CR of TS 28.541 S5-213137. 
