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	1st modified section


[bookmark: _Toc19888553][bookmark: _Toc27405471][bookmark: _Toc35878661][bookmark: _Toc36220477][bookmark: _Toc36474575][bookmark: _Toc36542847][bookmark: _Toc36543668][bookmark: _Toc36567906][bookmark: _Toc44341638][bookmark: _Toc20132203][bookmark: _Toc27473238][bookmark: _Toc35955891][bookmark: _Toc44491855][bookmark: _Toc27473632][bookmark: _Toc35956310][bookmark: _Toc44492320]
6.3.4	SliceProfile <<dataType>>
[bookmark: _Toc59183212][bookmark: _Toc59184678][bookmark: _Toc59195613][bookmark: _Toc59440041][bookmark: _Toc67990464]6.3.4.1	Definition
This data type represents the properties of network slice subnet related requirement that should be supported by the NetworkSliceSubnet instance in a 5G network.
[bookmark: _Toc59183213][bookmark: _Toc59184679][bookmark: _Toc59195614][bookmark: _Toc59440042][bookmark: _Toc67990465]6.3.4.2	Attributes
	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	sliceProfileId
	M
	T
	F
	T
	T

	sNSSAIList
	M
	T
	T
	F
	T

	pLMNIdList
	M
	T
	T
	F
	T

	perfReq
	M
	T
	T
	F
	T

	CNSliceSubnetProfile
	CM
	T
	T
	F
	T

	RANSliceSubnetProfile
	CM
	T
	T
	F
	T

	TopSliceSubnetProfile
	CM
	T
	T
	F
	T

	TNSliceSubnetProfile
	CM
	T
	T
	F
	T


[bookmark: _Toc59183214][bookmark: _Toc59184680][bookmark: _Toc59195615][bookmark: _Toc59440043][bookmark: _Toc67990466]6.3.4.3	Attribute constraints
	Name
	Definition

	CNSliceSubnetProfile Support Qualifier
	Condition: It shall be present when the slice profile for CN domain is needed.

	RANSliceSubnetProfile Support Qualifier
	Condition: It shall be present when the slice profile for RAN domain is needed.

	tOPSliceSubnetProfile
Support Qualifier
	Condition: It shall be present when the slice profile is for top/root network slice subnet

	TNSliceSubnetProfile
Support Qualifier
	Condition: It shall be present when the slice profile for TN domain is needed.



Editors Note 1: Need for specific slice profile for TN domain is FFS.
Editor's NOTE 2: Analysis on clashes/inconsistencies between perfReq attribute from SliceProfile (cf. Section 6.3.4.2) and attributes from domain-specific SliceProfiles is FFS.
Editor's NOTE 3: The common attributes of the three types of SliceProfile may be extracted out and put into the common part of the SliceProfile
Editor's NOTE 4: Whether SliceProfile is dataType or IOC is FFS.
Editor's NOTE 5: Whether RANSliceSubnetProfile is inherited from or contained by SliceProfile is FFS.
Editor's NOTE 6: Whether CNSliceSubnetProfile is inherited from or contained by SliceProfile is FFS.
Editor's NOTE 7: Whether tOPSliceSubnetProfile is inherited from or contained by SliceProfile is FFS.
Editor's NOTE 8: All the attributes of SliceProfile, CNSliceSubnetProfile, RANSliceSubnetProfile and topSliceSubnetProfile will be revisited later
	Next modified section



[bookmark: _Toc27405501][bookmark: _Toc35878691][bookmark: _Toc36220507][bookmark: _Toc36474605][bookmark: _Toc36542877][bookmark: _Toc36543698][bookmark: _Toc36567936][bookmark: _Toc44341668]6.3.x	TNSliceSubnetProfile
6.3.x.1	Definition
This slice profile represents the requirements for TN slice profile. 
NOTE: The TN slice profile is defined to ensure the integrity of end-to-end service profile and can be a reference suggestion for IETF and ITU. Whether TNSliceSubnetProfile is an IOC or dataType is outside the scope of the present document. 
6.3.x.2	Attributes
	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	
	
	
	
	
	

	resourceSharingLevel
	O
	T
	T
	F
	T

	availability
	O
	T
	T
	F
	T

	dLThptPerUEPerSubnet
	O
	T
	T
	F
	T

	uLThptPerUEPerSubnet
	O
	T
	T
	F
	T

	latency
	O
	T
	T
	F
	T

	delayTolerance
	O
	T
	T
	F
	T

	packetLossRate
	O
	T
	T
	F
	T

	jitter
	O
	T
	T
	F
	T

	reliability
	O
	T
	T
	F
	T



6.3.x.3	Attribute constraints
None.
6.3.x.4	Notifications
The subclause 6.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.
	End of modified section
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