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1
Decision/action requested

In this box give a very clear / short /concise statement of what is wanted.
2
References

[1]
3GPP TS 28.816
3
Rationale

The content in the description of each charging aspect may be updated according to newest agreed use cases in this TR 28.816.
4
Detailed proposal

(For pseudo CR, include the complete clause(s) or subclause(s) of the latest draft TS/TR to be modified, with clear clause and sub-clause headings included and all modifications shown with revision marks, unambiguously showing where the changes shall be made or inserted in the draft TS/TR. It is not sufficient to just state, for example, “add the following text to the draft TS/TR…”.)

	First modification


5.3
Mapping of use cases

In agreed use cases in this document, the mapping from use cases to particular charging aspects of SA5 charging are shown as following in table 5.3.1.

	Charging domain
	5G data connectivity domain charging
	CP data transfer domain charging
	Monitoring event domain charging

	Use case of 5GS CioT charging
	Control plane optimization

Rate control of user data
Handover 5GS CIoT charging in EPS interworking 
Charging support in home-routed roaming scenarios
Access service of 5GS CIoT
	Charging support of NIDD with NEF

Rate control of user data
Handover 5GS CIoT charging in EPS interworking 
Charging support in home-routed roaming scenarios
Access service of 5GS CIoT
	Monitoring event charging with NEF
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