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1
Decision/action requested

The group is asked to discuss and approve the proposals.
2
References

[1] 
TR 28.814 “Study on enhancements of edge computing management”
[2] 
TS 23.558 “Architecture for enabling Edge Applications”.
3
Rationale
Edge Application Server Registration procedure (see clause 8.4.3 in TS 23.558 [2]) includes pre-conditions before this procedure can be executed.
Pre-conditions:

1.
The Edge Application Server has been configured with an Edge Application Server Identity;

2.
The Edge Application Server has been configured with the address (e.g. URI) of the Edge Enabler Server; and

3.
Both the Edge Application Server and Edge Enabler Server have been configured with the necessary credentials to enable communications. 

This contribution proposes to add a use case to TR 28.814 [1] to address condition #1 and #2 where a ECSP consumer can configure the Edge Application Server Identity and the address (e.g. URI) of the Edge Enabler Server.
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Detailed proposal
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6.2
Specification level use cases and requirements

6.2.x
EAS configuration with EES address
6.2.x.1
Goal
The goal is to enable an ECSP consumer to configure the address (e.g. URI) of the EES that are required as the pre-conditions of Edge Application Server Registration procedure (see clause 8.4.3 in TS 23.558 [2]).
6.2.x.2
Pre-condition

- The EAS has been instantiated, and the MOI representing the EAS function has been created.

6.2.x.3
Description
1. 
A consumer requests the 3GPP management system to configure the address (e.g. URI) of the EES.

2.
The 3GPP management system configures the attributes in the MOI representing the EAS function.

3.
The 3GPP management system sends an attribute change notification to the consumer.
6.2.x.4
Requirements
REQ-EAS-EES-Config-FUN-1 3GPP management service producer should have the capability allowing authorized consumer to configure the address (e.g. URI) of the EES.
REQ-EAS-EES-Config-FUN-2 3GPP management service producer should have the capability to to send a notification to the consumer, indicating that the attributes have been changed.
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