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1
Decision/action requested

The group is asked to discuss and agree on the proposal.
2
References

[1] 
3GPP TR 28.815 “Study on charging aspects of edge computing”
3
Rationale
The UC and potential requirement on charging for Application Client information subscription and notification have been captured in TR 28.815 [1]. 

This pCR is to add the corresponding possible solutions.
4
Detailed proposal
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3.3
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].

AC
Application Client
ASP
Application Service Provider
CEF
Charging Enablement Function
CHF
Charging Function

EAS
Edge Application Server

ECS
Edge Configuration Server
ECSP
Edge Computing Service Provider
EDN
Edge Data Network

EES
Edge Enabler Server
MNO
Mobile Network Operator

MnS
Management Service
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7.4.4.x
Possible solutions for Application Client information subscription and notification charging
Solution #4x: To key issue #4b for Application Client (AC) information subscription charging based on IEC is illustrated in the Figure 7.4.4.x-1.
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Figure 7.4.4.x-1: Charging for AC information subscription - IEC
1.
The EAS sends the AC information subscription request (see TS 23.558 [4]) to the EES.

1ch-a)
Charging Data Request [Event]: The EES generates charging data related to AC information subscription request and sends the charging data request for the CHF to process the related charging data for CDR generation purpose.

1ch-b)
 Create CDR: the CHF stores received information and creates a CDR related to the event.

1ch-c)
Charging Data Response [Event]: The CHF informs the EES on the result of the request.

2.
The EES processes the request (see TS 23.558 [4]).

3.
The EES sends the AC information subscription response to EAS (see TS 23.558 [4]).
Solution #4y: To key issue #4b for AC information subscription charging based on PEC is illustrated in the Figure 7.4.4.x-2.
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Figure 7.4.4.x-2: Charging for AC information subscription - PEC
1.
The EAS sends the AC information subscription 
request (see TS 23.558 [4]) to the EES.

2.
The EES processes the request (see TS 23.558 [4]).

3.
The EES sends the AC information subscription response to EAS (see TS 23.558 [4])

3ch-a)
Charging Data Request [Event]: The EES generates charging data related to AC information subscription and sends the charging data request for the CHF to process the related charging data for CDR generation purpose.

3ch-b)
 Create CDR: the CHF stores received information and creates a CDR related to the event.

3ch-c)
Charging Data Response [Event]: The CHF informs the EES on the result of the request.

Solution #4z: To key issue #4b for AC information notification charging based on PEC is illustrated in the Figure 7.4.4.x-3.
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Figure 7.4.4.x-3: Charging for AC information notification - PEC
1.
The EEC triggers for AC updates with EES (see TS 23.558 [4]).

2.
The EES sends the AC information notification (see TS 23.558 [4]) to the EAS.

2ch-a)
Charging Data Request [Event]: The EES generates charging data related to AC information notification and sends the charging data request for the CHF to process the related charging data for CDR generation purpose.

2ch-b)
 Create CDR: the CHF stores received information and creates a CDR related to the event.

2ch-c)
Charging Data Response [Event]: The CHF informs the EES on the result of the request.

	End of Modified Sections



EAS
EES

1. AC information subscription request
3. AC information subscription response

2. Process request
CHF
3ch-c. Charging Data Response [Event]
3ch-b. Create CDR
3ch-a. Charging Data Request [Event]



2. AC information notification
EEC
EES
EAS
1. Triggered for AC updates
CHF
2ch-c. Charging Data Response [Event]
2ch-b. Create CDR
2ch-a. Charging Data Request [Event]



EAS
EES

1. AC information subscription request
3. AC information subscription response

2. Process request
CHF
1ch-c. Charging Data Response [Event]
1ch-b. Create CDR
1ch-a. Charging Data Request [Event]



