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1
Decision/action requested

The group is asked to discuss and agree on the proposal.
2
References

[1] 
3GPP TR 28.815 “Study on charging aspects of edge computing”
3
Rationale
This pCR is to add evaluation and conclusion for edge application server deployment charging.
4
Detailed proposal
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7.3.4
Possible solutions

7.3.4.1
Potential charging architectures

The possible solutions for charging for edge enabling infrastructure resources and services are based on the following potential converged charging architectures. In these architectures, it is assumed that the MnS producer, CHF, CEF and Billing Domain are owned by the same ECSP.
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Figure 7.3.4.1-1: Converged charging architecture for edge application server deployment with MnS producer supporting CTF
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Figure 7.3.4.1-2: Converged charging architecture for edge application server deployment with MnS producer not supporting CTF
NOTE: the MnSs for managing edge computing are described in TR 28.814 [12].
7.3.4.2
Possible solutions for EAS deployment charging

The charging for EAS deployment could be supported with CTF embedded in the MnS producer or with CEF to enable the charging for MnS producer.
Solution #3a: EAS deployment charging - CTF embedded in the MnS producer
The solution with CTF embedded in the MnS producer is illustrated in Figure 7.3.4.2-1.
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Figure 7.3.4.2-1: Charging for EAS deployment (with MnS producer supporting CTF) - PEC
1)
Chargeable event trigger configuration: The MnS Producer (CTF) is configured for which events there is a need to have charging interaction.
2)
EAS deployment request: The MnS consumer sends the EAS deployment request to the MnS producer, the EAS deployment request could be an instantiation request, an upgrade request or a termination request.

3)
EAS deployment process: the MnS producer processes and executes the EAS deployment request according to the request.
4)
EAS deployment response: The MnS consumer sends the EAS deployment request to the MnS producer.
4ch-a)
Charging Data Request [Event]: The MnS Producer generates charging data related to the EAS deployment request and sends the charging data request for the CHF to process the related charging data for CDR generation purpose.

4ch-b)
Create CDR: the CHF stores received information and creates a CDR related to the event.

4ch-c)
Charging Data Response [Event]: The CHF informs the MnS Producer on the result of the request.

Solution #3b: EAS deployment charging - with CEF enabling charging for MnS producer
The solution with CEF enabling charging for MnS producer is illustrated in Figure 7.3.4.2 -2.
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Figure 7.3.4.2-2: Charging for EAS deployment (with CEF enabling charging for MnS producer) - PEC
1)
CEF consumes the MnS: The CEF consumes the MnS (see TS 28.622 [16]) and subscribes to notifications for the EAS deployment reporting.
2)
EAS deployment request: The MnS consumer sends the EAS deployment request to the MnS producer, the EAS deployment request could be an instantiation request, an upgrade request or a termination request.

3)
EAS deployment process: the MnS producer processes and executes the EAS deployment request according to the request.
4)
EAS deployment response: The MnS producer sends the EAS deployment request to the MnS consumer.
5)
EAS deployment notification: The MnS producer sends the EAS deployment notification to the CEF. That means the CEF needs to subscribe to the EAS deployment notification from the MnS producer beforehand.

5ch-a)
Charging Data Request [Event]: The CEF generates charging data related to the EAS deployment notification and sends the charging data request for the CHF to process the related charging data for CDR generation purpose.

5ch-b)
Create CDR: the CHF stores received information and creates a CDR related to the event.

5ch-c)
Charging Data Response [Event]: The CHF informs the CEF on the result of the request.
7.3.5
Evaluation

Solution #3a and Solution #3b support EAS deployment charging for two scenarios respectively - CTF embedded in the MnS producer and with CEF enabling charging for MnS producer.
7.3.6
Conclusion

Based on the evaluation in clause 7.3.5, the Solution #3a and Solution #3b are feasible solutions for EAS deployment charging for the scenarios (1) CTF embedded in the MnS producer and (2) with CEF enabling charging for MnS producer respectively.
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