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First change
4.x
Signalling based activation in UTRAN
4.x.1
Activation of measurement collection job in UTRAN

In Signalling based activation, the QoE measurement collection is sent to the UE from the OAM via CN. The messages from EMS propagated to HSS, MSE Server/SGSN and RNC. QoE measurement collection activation request is propagated to UE.

When HSS activates the QoE measurement collection for a job, the MSC Server/SGSN can send the QoE measurement collection to the UE through RNC, the following configuration parameters shall be included in the message: serviceType, areaScope, qoECollectionEntityAddress, pLMNTarget, qoETarget, qoEReference and QMC configuration file.

[image: image1.png]MCE

NM DM/EM

HSS

MsSCServer

/SGSN

RNC

UE

UE

Access Stratum  Application Level

B

RNC checes e UE capabily
stcnesth criteris forseniceType
the actvateiresQMCiod,

7. RRCConnectionReconfiguration

- Service Type
- Qof reference

- UE Request Session 1D
- Qwmc config file

11. MeasurementReport

8. +CAPPLEVMC

Service Type
Qo reference
- UE Request Session 1D
- awc config fie

5 Application starts and QoE
messurement collection s infated

10. <CAPPLEVMR

Recording session Indication | -

15. Measurement Report

Recording session Indication|

15. Measurement collection completed

14, +CAPPLEVVIR

1 actvsteAreaOVCloh | 2. sctiveteAreaQMClob
- servcietype ~ service Type 3. Update Location
- oo ress - Qo CE Address ———————»|
e i Service Type

- PLMN target PLUN target s

- QMCTarger - QMCTarget veascope

~ Individual UE d - Individual UE id Qo CE Address [ srar finding.

- Qo reference - Qo reference PLMNarger | ype ue )

- QMC Config. il - QM Contig. file QM Targer

Qo reference
Qwic Configfie
5. N INVOKE TRACE|
[N vOKe TRACE]
[ seniceType
[ rea scope
| Qot Ce Adaress
[ PihiN carger
[ auc Targer
| QoEreference
[ auc conte. fie
12. Notiication
fe
"~ Recording session ndicafion
16 Report
* | Reauest esson
- |pecordng ssson 1o

~ QoE reference
- Report
= Qo reference
- UE Request Session D
- Recording sessin D

~ QoE reference
- Report
= Qo referance
- UE Request Sesion
- Recording session ID





1. The NM sends activateAreaQMCJob to DM/EM that controls the impacted RNC(s), and includes the parameters: serviceType, areaScope, qoECollectionEntityAddress, pLMNTarget, qMCTarget, Individual UE Id, qoEReference and QMC configuration file.
2. The DM/EM sends activateAreaQMCJob to HSS that controls the impacted RNC(s), and includes the parameters: serviceType, areaScope, qoECollectionEntityAddress, pLMNTarget, qoETarget, Individual UE Id,qoEReference and QMC configuration file.
3. The HSS forwards it to the MSC Server/SGSN that controls the impacted RNC(s).
4. The MSC Server/SGSN starts finding the UE and check if that the UE capability matches the criteria for ServiceType in activateAreaQMCJob
5. The MSC Server/SGSN sends message CN INVOKE TRACE to the RNC and includes the parameters: serviceType, areaScope, qoECollectionEntityAddress, pLMNTarget, qoETarget,qoEReference and QMC configuration file.
6. The RNC checks for connections where the UE has the UE Application Layer Measurement Capability that match the criteria for serviceType in the activateAreaQMCJob.
7. The RNC start a UE request session and stores the associated QoECollectionEntityAddress, sends the message RRCConnectionReconfiguration to the UE, and includes the following: serviceType, qoEReference and QMC configuration file.
8. The access stratum in the UE sends the AT command +CAPPLEVMC to application level and includes the following: serviceType, qoEReference and QMC configuration file.
9. When the application in the serviceType starts, the QMC is initiated.
10. The application layer sends the AT command +CAPPLEVMR including a recording session indication that a session has started to the access stratum.
11. The UE sends the message MeasurementReport including the recording session indication to the RNC.
12. The RNC sends a notification including the recording session indication to the NM.
13. When the QMC is completed, the recorded information is collected in a QMC report, including qoEReference and recordingSessionId. The qoEReference, Client Id, in the reporting container (that represent the UE request session), and recordingSessionId are needed in the QMC collection entity for post processing purposes.
14. The application layer sends the AT command +CAPPLEVMR including qoEReference and the QMC report to the access stratum.
15. The UE sends the message MeasurementReport including qoEReference and the QMC report to the RNC.
16. 
The RNC sends the QMC report to the MCE associated to the qoEReference.
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