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	Reason for change:
	The CM-Connected subscribers of network slice mainly refers to the subscribers who have established the PDU session related to one network slice and showed “cm-connected” state on related AMF. This KPI is concerned by lots of industry customers, because it shows the real users who are performing the business compared to registered subscribers and also influences the deployed amounts for some of 5GC NFs.

	
	

	Summary of change:
	Add accessibility KPI for  “Mean&Maximum CM-Connected subscribers of network slice through AMF”

	
	

	Consequences if not approved:
	No KPI to indicate the subscribers of network slice who are performing the business really.
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6.2.X	Mean CM-Connected subscribers of network slice through AMF
a)	AMFMeanCmConNbr.
b)	This KPI describe the mean number of subscribers in a period that are not only registered to a network slice but also established a PDU session related to the network slice. And subscribers also have a NAS signalling connection with the AMF over N1. It is obtained by counting the subscribers in AMF that are showed “cm-connected” state for a network slice. It is an Interger. The KPI type is CUM.
c)	


d)	NetworkSlice



	Second change



6.2.Y	Maximum on-line subscribers of network slice through AMF
a)	AMFMaxCmConNbr.
b)	This KPI describe the maximum number of subscribers in a period that are not only registered to a network slice but also established a PDU session related to a network slice. And subscribers also have a NAS signalling connection with the AMF over N1. It is obtained by counting the subscribers in AMF that are showed “cm-connected” state for a network slice. It is an Interger. The KPI type is CUM.
c)	


d)	NetworkSlice
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