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	Reason for change:
	There is no statement on what attributes in the Trigger data type that can be included in the request, also the relationship between the tariffTimeChange in Trigger and GrantedUnit data types is not defined.

	
	

	Summary of change:
	Adding a statemen that only the triggerType and triggerCategory may be included in the request as well as that the tariffTimeChange in GrantedUnit data types overrides any other tariffTimeChange.

	
	

	Consequences if not approved:
	The use of the trigger type is undefined which may lead to interoperability issues.
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[bookmark: _Toc20227288][bookmark: _Toc27749519][bookmark: _Toc28709446][bookmark: _Toc44671065][bookmark: _Toc51918973][bookmark: _Toc75164350]6.1.6.2.1.7	Type Trigger
Table 6.1.6.2.1.7-1: Definition of type Trigger
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	triggerType
	TriggerType
	Oc
	0..1
	the events whose occurrence lead to charging event is issued towards the CHF
	

	triggerCategory
	TriggerCategory
	M
	1
	This field indicates whether the charging data generated by the NF consumer for the trigger lead to a Charging Event towards the CHF immediately or not.
	

	timeLimit
	DurationSec
	OC
	0..1
	Time limit if trigger type is "Expiry of data time limit"
	

	volumeLimit
	Uint32
	OC
	0..1
	Volume limit if trigger type is "Expiry of data volume limit". This attribute is not valid from Nchf_ConvergedCharging Nchf_ ConvergedCharging API version v2.0.0
	

	volumeLimit64
	Uint64
	OC
	0..1
	Volume limit if trigger type is "Expiry of data volume limit".
This attribute replaces the volumeLimit attribute from Nchf_ConvergedCharging Nchf_ ConvergedCharging API v2.0.0
	

	eventLimit
	Uint32
	OC
	0..1
	Event limit if trigger type is "Expiry of data event limit".
	

	maxNumberOfccc  
	Uint32
	OC
	0..1
	Maximum number if trigger type is "Max nb of number of charging condition changes"
	

	tariffTimeChange
	DateTime
	OC 
	0..1
	This field contains UTC time indicating the switch time when the tariff will be changed.
	

	NOTE 1:	In the request only the triggerType and triggerCategory may be used.

	tariffTimeChange
	DateTime
	OC 
	0..1
	This field contains UTC time indicating the switch time when the tariff will be changed.
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[bookmark: _Toc20227292][bookmark: _Toc27749523][bookmark: _Toc28709450][bookmark: _Toc44671069][bookmark: _Toc51918977][bookmark: _Toc75164354]6.1.6.2.1.11	Type GrantedUnit
Table 6.1.6.2.1.11-1: Definition of type GrantedUnit
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	tariffTimeChange
	DateTime
	OC
	0..1
	This field contains UTC time indicating the switch time when the tariff will be changed.
Overrides any tariffTimeChange incuded in Trigger attribute.
	

	time
	Uint32
	OC
	0..1
	This field holds the amount of granted time.
	

	totalVolume
	Uint64
	OC
	0..1
	This field holds the amount of granted volume in both uplink and downlink directions.
	

	uplinkVolume
	Uint64
	OC
	0..1
	This field holds the amount of granted volume in uplink direction.
	

	downlinkVolume
	Uint64
	OC
	0..1
	This field holds the amount of granted volume in downlink direction. 
	

	serviceSpecificUnits
	Uint64
	OC
	0..1
	This field holds the amount of granted requested service specific units.
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