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	First modification



[bookmark: _Toc19796748][bookmark: _Toc27046882][bookmark: _Toc35858100][bookmark: _Toc58504808]5.1.x	MnS of performance monitoring provided to tenant
	Use case stage
	Evolution/Specification
	<<Uses>>
Related use

	Goal 
	Enable MnS of performance monitoring for vertical enterprise (tenant) to obtain the available performance KPI of network slice.
	

	Actors and Roles
	MnS producer of performance monitoring for network 
MnS Consumer of performance monitoring 
	

	Telecom resources
	Performance management service producer
Exposure governance that is capable to provide performance management service to tenant
	

	Assumptions
	The vertical enterprise (tenant) as MnS consumer is authorized to consume performance management service of network slice.
The performance measurements and related performance KPIs are generated by 3GPP management system regarding particular S-NSSAI, or network slice instance ID. For example, the number of simutanous PDU sessions per S-NSSAI is provided to this authorized MnS consumer via exposure governance.
The vertical MnS consumer is capable to consume the PM MnS as the exposure governance is capable to provide the MnS for this tenant.
	

	Pre-conditions
	The exposure governance is capable to provide MnS for tenant, as the MOI of tenant is available.
The MnS consumer, as tenant in this context, is authorized to consume performance management service.
	

	Begins when 
	The tenant MnS consumer wants to obtain available performance KPIs regarding consumed network slice(s).
	

	Step 1 (M)
	The tenant MnS consumer requests performance KPI to management function (exposure governance) to obtain performance KPI.
The exposure governance checks credential of MnS consumer and authorization of the MnS consumer for PM MnS.
	

	Step 2 (M)
	The management function (e.g., the exposure governance) is capable to provide the requested performanc KPIs of network slice, or need to obtain performance KPIs of network slice via PM MnS to other management functions.
	

	Step 3 (O)
	The management function requests PM MnS to other management function(s) to obtain performance KPIs of network slice.
	

	Step 4 (M)
	Management functions generate or receive performance KPI of network slice, and provide performance KPI of network slice to exposure governance.
	

	Step 5 (M)
	The management function (e.g., the exposure governance) provides performance KPIs to tenant MnS consumer, via PM MnS.
	

	Ends when 
	All the steps identified above are successfully completed.
	

	Exceptions
	One of the mandatory steps fails.
	

	Post-conditions
	The vertical MnS consumer is authroized has obtained the performance KPIs via PM MnS.
	

	Traceability 
	REQ-PM_NSI-FUN-1
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