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1
Decision/action requested

The group is asked to discuss and approve the proposal..
2
References

[1]
3GPP TR 28.824: " Study on network slice management capability exposure " V0.2.0
3
Rationale

This contribution provides the solution for the use case – eMnS discovery service and the use case – eMnS support to discovery systems.
4
Detailed proposal
	Start of 1st Change


7.X Solutions for eMnS discovery service
7.X.1
General

This subclause provides potential solutions for use case - eMnS discovery service (see subclause 5.3) and use case – eMnS support to discovery systems (see subclause 5.4). 
7.X.2
eMnS discovery service producer is a dedicated eMnS discovery service producer
This solution is to propose a mechanism for exposed MnS discovery. TS 28.533 describes an MnS discovery service mechanism. The MnS producer can register its MnS data, containing the information of available MnS instance, to the MnS discovery service producer. An MnS discovery service consumer can make request for MnS discovery service. 
However, in the context of capability exposure, the MnS data for discovery might be different. For example, a MnS instance (e.g ServiceProfile) for exposure may only have limited capabilities (e.g. Read only, alarm only, etc). There fore, the exposed MnS data is different from MnS data which may indicate the MnS instances with different capabilities.
The following figure shows the procedure for exposed MnS discovery:
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Figure 7.x.2-1 Exposed MnS discovery service registration
1-2. After the authentication and authorization, the exposed MnS producer is provisioned with the address of exposed MnS discovery producer;

3. The exposed MnS producer sends registration request, containing exposed MnS data, to the exposed MnS discovery service producer. The exposed MnS data contains the information of MnS instance (e.g. ServiceProfile, notification) that has limited capability (e.g. Read Only and/or Alarm only).
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Figure 7.x.2-2 Exposed MnS discovery
1-2. The exposed MnS discovery service consumer conducts authentication for accessing exposed MnS discovery service;
3-4. The exposed MnS discovery service consumer conducts authorization for accessing exposed MnS discovery service; 
5. The exposed MnS discovery service consumer sends request to exposed MnS discovery service producer;
6. Upon the receipt of the request, the exposed MnS discovery service producer sends a response, including exposed MnS data with the information of exposed MnS instance with limited capabilities (e.g. Read Only and/or Alarm only), to the exposed MnS discovery service consumer.
	End of Change


