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	Reason for change:
	Each NSACF is configured with the maximum number of UEs per network slice and the maximum number of PDU Sessions per network slice which are allowed to be served by each network slice that is subject to NSAC. Max number of PDU sessions is now missing.
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[bookmark: _Toc20132203][bookmark: _Toc27473238][bookmark: _Toc35955891][bookmark: _Toc44491855][bookmark: _Toc27473632][bookmark: _Toc35956310][bookmark: _Toc44492320]5.3.96	NSACFFunction
5.3.96.1	Definition
This IOC represents the Network Slice Admission Control Function (NSACF) in 5GC. The NSACF monitors and controls the number of registered UEs per network slice for the network slices that are subject to Network Slice Admission Control (NSAC). The NSACF is configured with the maximum number of UEs per network slice and the maximum number of PDU Sessions per network slice which are allowed to be served by each network slice that is subject to NSAC. For more information about the NSACF and admission control procedure, see 3GPP TS 23.501 [2] and 3GPP TS 23.502 [2]. 
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[bookmark: _Toc44492410]5.3.98.2	Attributes

	Attribute Name
	Support Qualifier
	isReadable 
	isWritable
	isInvariant
	isNotifyable

	snssaiInfo
	M
	T
	T
	F
	T

	isSubjectToNsac
	M
	T
	T
	F
	T

	maxNumberofUEs
	M
	T
	T
	F
	T

	eACMode
	CM
	T
	F
	F
	T

	activeEacThreshhold
	CM
	T
	T
	F
	T

	deactiveEacThreshhold
	CM
	T
	T
	F
	T

	numberofUEs
	O
	T
	F
	F
	T

	uEIdList
	O
	T
	F
	F
	T

	maxNumberofPDUSessions
	M
	T
	T
	F
	T
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