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Reason for 
change:

The Extended Event Type (i.e., OMG Notification Service Event Name) is a subtype of the Event Type (i.e., OMG Notification Service Type Name). It is clear that “New Alarm”, “Changed Alarm”, “Ack State Changed” and “Cleared Alarm” are subtypes of Communications, Processing Error, Environmental, Quality Of Service and Equipment Alarms. As stated in clause 5.3, each of these notifications contains the same data contents. However, the “Notify Alarm List Rebuilt” notification is not a subtype of Communications, Processing Error, Environmental, Quality Of Service or Equipment Alarms and needs to be a unique Event Type.
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Other 
comments:
Originally proposed in Tdoc S5F000065. 

Annex A (normative):
Event Types and Extended Event Types

This appendix lists and explains event types and extended event types used by Alarm IRP.

Event type is carried by a parameter called eventType defined in 3G TS 32.106-2 [11].  

Extended event types is acrried by a parameter called extendedEventType 3G TS 32.106-2 [11].
Encoding of eventType and extendedEventType is SS dependent.  For example, the value of eventType can be encoded as Object Identifier in CMIP SS and as numeric string in CORBA SS.

Table 14 and table 15 may be extended in the future. 

TableA.1: Event Types
Event Types
Explanation

Communications Alarm
An alarm of this type is associated with the procedure and/or process required conveying information from one point to another (ITU-T Recommendation X.733 [2]).

Processing Error Alarm
An alarm of this type is associated with a software or processing fault (ITU-T Recommendation X.733 [2]).

Environmental Alarm
An alarm of this type is associated with a condition related to an enclosure in which the equipment resides (ITU-T Recommendation X.733 [2]).

Quality of Service Alarm
An alarm of this type is associated with degradation in the quality of a service (ITU-T Recommendation X.733 [2]).

Equipment Alarm 
An alarm of this type is associated with an equipment fault (ITU-T Recommendation X.733 [2]).

Alarm List Rebuilt
A notification of this type indicates that the Alarm List has been succesfully rebuilt.

Table A.2: Extended Event Types
Extended Event Types
Explanation

New Alarm
A notification of this type indicates that a new alarm has occurred.

Changed Alarm
A notification of this type indicates that one or more attributes, excepting those related to acknowledgement state, of an active alarm have changed.

Acknowledgement State Changed
A notification of this type indicates that the acnowledgement state of an alarm has changed.

Cleared Alarm
A notification of this type indicates that an alarm has been cleared and is no longer active.
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