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5.1
Operation and Notification mapping

Alarm IRP: IS 3G TS 32.111-2 [13] defines semantics of operation and notification visible across the Alarm IRP.  Table 1 indicates mapping of these operations and notifications to their equivalents defined in this SS.

Table 1: Mapping from IS Notification/Operation to SS equivalents

IS Operation/ notification 3G TS 32.111-2 [13]
SS Method 
Qualifier

acknowledgeAlarms
acknowledge_alarms
M

unacknowledgeAlarms
unacknowledge_alarms
O

getAlarmList
get_alarm_list
M

getAlarmIRPVersion
get_alarm_IRP_version
M

getAlarmCount
get_alarm_count
O

notifyNewAlarm
push_structured_events
Note that OMG Notification Service 3G TS 32.106-2 [6] defines this method.  See clause 8.1
M

notifyClearedAlarm
push_structured_events
See clause 8.1
M

notifyChangedAlarm
push_structured_events
See clause 8.1
M

notifyAckStateChanged
push_structured_events
See clause 8.1
M

notifyAlarmListRebuilt
push_structured_events
See clause 8.1
M

7
AlarmIRPNotifications Interface

OMG CORBA Notification push operation is used to realise the notification of AlarmIRPNotifications.  All the notifications in this interface are implemented using this push_structured_events method.
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