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1
Decision/action requested

Include the proposed changes in TR 28.827.
2
References

[1]

3GPP TR 28.827: " Study on 5G charging for additional roaming scenarios and actors"
3
Rationale

Adding reference point architecture to clause 7.3.4.
4
Detailed proposal

	First change


7.3.4
Potential solutions

7.3.4.1
Solution #3.1: CDR in HPLMN for wholesale of non-roaming 5G data connectivity of MVNO
7.3.4.1.1
General
A possible solution for charging for 5G data connectivity provided to the MVNO by the home MNO, covering non-roaming case.
7.3.4.1.2
Reference architecture
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Figure 7.3.4.1.2-1: MVNO 5G data connectivity scenario in service-based interface representation
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Figure 7.3.4.1.2-2: MVNO 5G data connectivity scenario in reference point representation
The CHF produces CDRs that is sent to a CGF which may send this for wholesale charging which then aggregates and calculates the amount of data per MVNO, it could be done based on SUPI, IMSI series, SNSSAI(s), DNN(s) etc. , the interconnect part is only included for completeness and is currently outside the scope of 3GPP SA5.
7.3.4.1.3
Message flows

The flows would be the same as the non-roaming cases in clause 5.2.2 of TS 32.255 [4].




	End of changes
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