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1
Decision/action requested

The group is asked to discuss and agree on the proposal.
2
References

[1] 
3GPP TS 32.257-010 “Edge Computing domain charging; stage 2”
3
Rationale
This pCR is to add architecture for enabling edge applications to TS 32.257.
4
Detailed proposal
	Start of modification


3.3
Abbreviations

For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1], 23.501 [8], 23.558 [9], 23.548 [x] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1], 23.501 [8], 23.558 [9] and 23.548 [x].

ASP
Application Service Provider
ECSP
Edge Computing Service Provider
MNO
Mobile Network Operator

	Next modification


4
Architecture considerations
4.1
High-level architectures
4.1.1
High-level 5G System architecture
4.1.2
High-level architecture for enabling edge applications

The following high-level architectures for enabling edge applications are defined in TS 23.558 [9].
Figure 4.1.2-1 depicts the service based representation of architecture for enabling edge applications.
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Figure 4.1.2-1: Architecture for enabling edge applications - service-based representation
Figure 4.1.2-2 depicts the service-based representation for utilization of the 5GS network services.


[image: image2.emf]PCF

Npcf

ECS (AF) EES (AF)

EAS (AF)

SCEF+NEF/NEF

Nnef


Figure 4.1.2-2: Utilization of 5GS network services based on the 5GS SBA – service based representation

Figure 4.1.2-3 depicts the reference point representation of the architecture for edge enabling applications.
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Figure 4.1.2-3: Architecture for enabling edge applications - reference points representation
4.2
Edge Computing domain converged charging architecture
	End of modifications
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