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The following documents contain provisions which, through reference in this text, constitute provisions of the present document.
[bookmark: OLE_LINK4][bookmark: OLE_LINK3][bookmark: OLE_LINK2][bookmark: OLE_LINK1]-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TS 32.240: "Telecommunication management; Charging management; Charging architecture and principles".
[2] - [4929]	Void. 
[30]	3GPP TS 32.255: "Telecommunication management; Charging management; 5G Data connectivity domain charging; stage 2". 
[31]	Void. 
[32]	3GPP TS 32.254: "Telecommunication management; Charging management; Exposure function Northbound Application Program Interfaces (APIs) charging". 
[33]	3GPP TS 32.256: "Telecommunication management; Charging management; 5G connection and mobility domain charging; Stage 2".
[34]	3GPP TS 32.274: "Telecommunication management; Charging management; Short Message Service (SMS) charging". 
[35]	3GPP TS 28.201: "Telecommunication management; Charging management; Network slice performance and analytics charging in the 5G System (5GS); Stage 2".
[36]	3GPP TS 28.202: "Telecommunication management; Charging management; Network slice management charging in the 5G System (5GS); Stage 2".
[37] - [49]	Void. 
[50]	3GPP TS 32.299: "Telecommunication management; Charging management; Diameter charging application".
[51] - [54] 	Void.
[55] - [57]	Void.
[58]	3GPP TS 32.291: "Telecommunication management; Charging management; 5G system; Charging service, stage 3.
[59] - [99]	Void.
[100]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[101] - [200]	Void.
[201]	3GPP TS 23.501: "System Architecture for the 5G System; Stage 2".
[202]	3GPP TS 23.502: "Procedures for the 5G System; Stage 2".
[203] - [206]	Void.
[207] - [299] 	Void.
[300]	3GPP TS 29.510: " 	5G System; Network function repository services; Stage 3".
[301] - [370]	Void.
[371] - [399]	Void.
[400] - [499]	Void.
[500] - [599]	Void. 
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6.2.1	General
Service description: The ConvergedCharging service provides charging for session and event based NF services. This ConvergedCharging service offers charging: 
-	With quota management (online; this includes support for both blocking mode and non-blocking mode)
-	Without quota management (offline)
-	Charging information record generation
The following table shows the CHF Services and CHF Service Operations.
Table 6.2.1-1: NF services provided by the CHF
	Service Name
	Service Operations
	Operation
Semantics
	Example Consumer(s)

	Nchf_ConvergedCharging
	Create
	Request/Response
	SMF, SMSF, AMF, PGW-C+SMF, NEF, CEF, MnS Producer 

	
	Update
	Request/Response
	SMF, PGW-C+SMF

	
	Release
	Request/Response
	SMF, SMSF, AMF, NEF, PGW-C+SMF

	
	Notify
	Notify
	SMF, PGW-C+SMF



The applicability of ConvergedCharging service to:
· SMF and SMF+PGW-C as consumer is specified in TS 32.255 [30] for 5G data connectivity domain charging;
· NEF as consumer is specified in TS 32.254 [32] for exposure function Northbound Application Program Interfaces charging;
· AMF as consumer is specified in the TS 32.256[33] for 5G connection and mobility domain charging;
· SMSF as consumer is specified in TS 32.274[34] for short message service charging;
· CEF as consumer is specified in the TS 28.201[35] and TS 28.202[36] for Network slice charging;
· MnS Producer as consumer is specified in the TS 28.201[35] and TS 28.202[36] for Network slice charging.

The input and output parameters described in the clauses below are common to all NF Consumers. The usage of these common parameters and additional NF Consumer specific parameters are specified in dedicated charging specifications.

	End of change



