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1
Decision/action requested




The group is asked to discuss and agree on the proposal.
2
References

[1]
TR 28.814 Management and orchestration; Study on enhancements of edge computing management
[2]
3GPP TS 28.538-030 “Management and orchestration; Edge Computing Management”
3
Rationale
It is suggested to add ECS termination procedure for Edge Computing management.
4
Detailed proposal
It is proposed to apply following changes in [2].
	1st modified section


7.1.3.x ECS instantiation
Figure 7.1.3.x-1 shows that the PLMN operator or ECSP as the consumer requests the ECS termination via the provisioning MnS.
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Figure 7.1.3.x-1: ECS termination procedure
1. PLMN operator or ECSP consumes the provisioning MnS with deleteMOI operation (see clause 11.1.1.4. in TS 28.532 [5]) for ECSFunction MOI to request ECSP management system provisioning MnS producer to terminate the ECS VNF instance.
2. ECSP management system provisioning MnS producer sends a response to the consumer indicating that the termination operation is in progress.. 

3. ECSP management system provisioning MnS producer invokes the TerminateNsRequest or UpdateNsRequest operation (see clause 7.3.7 and 7.3.5 in ETSI GS NFV-IFA 013 [6]) to request NFVO via the Os-Ma-nfvo interface to terminate ECS VNF instance. 

4. NFVO sends the NS Lifecycle Change notification to ECSP provisioning MnS producer indicating the result of termination procedure (see clause 7.3.12 of ETSI GS NFV-IFA 013 [6]).

5. If the VNF termination has been successful then:

5.1. ECSP management system provisioning MnS producer deletes the MOI for ECSFunction IOC.

5.2. ECSP management system provisioning MnS producer notifies the consumer about the successful termination of the ECS.

Otherwise :

5.3. ECSP management system provisioning MnS producer notifies the consumer about the un-successful termination of the ECS.
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