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3	Rationale
Add process based on the scenarios and solutions approved. 
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Figure X Overall testing process for newly delivered NF
Editor’s note: To be updated based on further approved scenarios
Editor’s note: Interaction with ETSI NFV TST is not covered thus far
Editor’s note: Feature testing has not been incorporated in this process

The overall CI-CD and testing process for a 3GPP system looks like that shown in Figure X. The salient steps in the process are as follows 
1. The 3GPP management system subscribes to receive notification for a newly delivered NF to the appropriate delivery server identified in prior business agreements with each vendor
2. The NF is delivered to the (operator or vendor owned) delivery server. In case of multiple vendors multiple such delivery servers may exist. This trigger a notification to the 3GPP management system that a new NF is now available at the delivery location. 
Note: it is not important to the 3GPP management system where the notification comes from as long as the notification provides where to fetch the new NF. 
3. The 3GPP management system triggers the CI-CD system to perform the unit, acceptance, integration, and system tests on the new NF. If any of the tests fail the NF is rejected and a feedback maybe provided to the vendor. Additionally, feedback may also be provided when the tests pass with other supporting information
4. During the process in step 3, the CI-CD system may fetch the set of tests that the 3GPP management system wants to run on the new NF. 
5. When all tests succeed the CI-CD system provides a notification to the 3GPP management system and the NF is transferred to a software inventory from which the NF maybe deployed in the operational environment. 
6. Finally, when the NF is ready for deployment the operator may still perform operational tests on the NF prior to full deployment. 


End of changes


image1.emf
NF Delivery 

Server

(Vendor or Operator domain)

Operator CICD System

Operational 

Environment

NF Delivery 

Server

(Vendor or Operator domain)

3GPP Management System 

(includes testing co-ordination)

Software inventory

1. Subscribe

2. Notify 

new NF

3.Start Tests 

for NF

4.Fetch Tests 

for NF

6. NF OK

6. Operational 

Testing

5.NF OK 

Notify

Vendor Feedback

Path taken by New NF 


Microsoft_Visio_Drawing.vsdx
NF Delivery 
Server
(Vendor or Operator domain)
Operator CICD System
Operational 
Environment
NF Delivery 
Server
(Vendor or Operator domain)
3GPP Management System 
(includes testing co-ordination)
Software inventory
1. Subscribe
2. Notify 
new NF
3.Start Tests for NF
4.Fetch Tests for NF
6. NF OK
6. Operational Testing
5.NF OK 
Notify
Vendor Feedback
Path taken by New NF



