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1	Decision/action requested
For approval
2	References
[1]	3GPP TR 28.811 V0.7.0 Management and orchestration; Network Slice Management Enhancement
3	Rationale
Editorial cleanup of minor issues in TR 28.811 [1].
4	Detailed proposal
[bookmark: _Toc49757787]This contribution proposes to make the following changes in [1].

	1st change



[bookmark: _Toc49757639][bookmark: _Toc85696852]Introduction
The present document describes potential enhancements to network slice management.
[bookmark: scope][bookmark: _Toc49757640][bookmark: _Toc85696853]
1	Scope
The present document describes potential enhancements to network slice management.
The present document considers the following issues:
· The potential network slice information model and management service enhancements to support cross-operator network slice management use case.
· The potential new management capabilities to support end to end network slicing.
· The potential new management capabilities to support security management of network slice.

	2nd change



[bookmark: _Toc85696855]3	Definitions of terms, symbols and abbreviations
[bookmark: _Toc49757643][bookmark: _Toc85696856]3.1	Terms
For the purposes of the present document, the terms given in 3GPP TR 21.905 [11] and the following apply. A term defined in the present document takes precedence over the definition of the same term, if any, in 3GPP TR 21.905 [11].
<defined term>: <definition>.
[bookmark: _Toc49757644][bookmark: _Toc85696857]3.2	Symbols
For the purposes of the present document, the following symbols apply:
<symbol>	<Explanation>

[bookmark: _Toc49757645][bookmark: _Toc85696858]3.23	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [11] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [11].
[bookmark: clause4]<Abbreviation>	<Meaning>

	3rd change



[bookmark: _Toc85696869]5.2	Network slice use inusing multiple networks scenario 2

	4th change



[bookmark: _Toc85696881]5.6	uUse case – support network slice protection on N6 interface

	5th change



[bookmark: _Toc85696912]7.2.3.2.1	Basic definitions
The basic definitions for network slicing are found in TS 28.530 [x4] clause 3.1.
Impact if RAN service is based on network slice:
· The definition of network slice in TS 28.530 includes the following note: NOTE 2: Represent network slice defined in TS 23.501 [3] with added service properties. The specification TS 23.501 [z1] mentioned here is produced by the SA2 WG, thus this note and reference ensures that the network slice definition remains consistent across 3GPP WGs. Looking further at TS 23.501, the following is stated in clause 5.15.1: A Network Slice instance is defined within a PLMN and shall include: - the Core Network Control Plane and User Plane Network Functions, as described in clause 4.2, […]. Thus according to definition in this specification a network slice cannot consist only of a RAN part. So for the solution alternative with RAN service based on network slice, the impact is very significant since it means alignment with other WGs for basic definitions is no longer maintained, and the corresponding reference must be removed from TS 28.530. This is also likely to cause confusion for readers of the specifications.
Impact if RAN service is based on network slice subnet:
· The use of network slice subnet should not introduce any conflicts with respect to definitions, since in single operator scenario the RAN part is already considered a network slice subnet. 

	[bookmark: _Toc462827461][bookmark: _Toc458429818]End of changes




