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1
Decision/action requested

Include the proposed changes in TR 28.827.
2
References

[1]

3GPP TR 28.827: " Study on 5G charging for additional roaming scenarios and actors"
3
Rationale

Correcting the use case #2b since the reference is not to a use case, as well as the figures for clause 7.2.4.
4
Detailed proposal

	First change


7.2.1.1.1
Use case #2a: Home MNO charging subscriber for 5G data connectivity at roaming using local breakout

This use case focuses on home MNO and subscriber business roles.

A subscriber has a UE and a subscription with the home MNO which allows usage of 5G data connectivity while roaming. The subscriber is roaming in a visited network and is allowed to use local breakout.

The home MNO charging of the subscriber could be based on data volume that the home MNO UE has used in the visited MNO’s network considering of the following aspects:

-
Visited network

-
RAT type;

-
S-NSSAI;

-
DNN;

-
QoS information.

7.2.1.1.2
Use case #2b: Home MNO charging subscriber for 5G data connectivity at roaming using home routed

This use case focuses on home MNO and subscriber business roles.

A subscriber has a UE and a subscription with the home MNO which allows usage of 5G data connectivity while roaming. The subscriber is roaming in a visited network and the connection is home routed.

The home MNO charging of the subscriber could be based on data volume that the home MNO UE has used in the visited MNO’s network considering of the following aspects:

-
Visited network

-
RAT type;

-
S-NSSAI;

-
DNN;

-
QoS information.


	Second change


7.2.4.1.2
Reference architecture
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Figure 7.2.4.1.2-1: Roaming 5G data connectivity scenario in service-based interface representation

The visited CHF does converged charging for interconnect, while the home CHF does converged charging for the subscriber.
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Figure 7.2.4.1.2-2: Roaming 5G data connectivity scenario in reference point representation
	Third change


7.2.4.2.2
Reference architecture
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Figure 7.2.4.2.2-1: Roaming 5G data connectivity scenario in service-based interface representation
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Figure 7.2.4.2.2-2: Roaming 5G data connectivity scenario in reference point representation
	End of changes
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