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First change
1
Scope

The present document addresses the mechanisms used for the function Quality of Experience (QoE) measurement collection in 3GPP networks. The measurements that are collected are DASH [6] and MTSI [7] measurements and VR [X]
The function includes collecting QoE information from UEs frequenting a specified area or an individual UE for a specified end user service/end user service type. The document describes the activation and deactivation of a network request session, UE request session and recording session and also the reporting of recorded information [2]. 
Next change
2
References
[X]
3GPP TS 26.118: "Virtual Reality (VR) profiles for streaming applications".
Next change
5.4
Area scope (CM)

The area scope parameter defines the area in terms or cells or Tracking Area/Routing Area/Location Area where the QMC shall take place. If the parameter is not present the QMC shall be done throughout the PLMN specified in PLMN target.

The area scope parameter in UMTS is either:

-
List of cells, identified by CGI. Maximum 32 CGI can be defined.

-
List of Routing Area, identified by RAI. Maximum of 8 RAIs can be defined.

-
List of Location Area, identified by LAI. Maximum of 8 LAIs can be defined.

The area scope parameter in LTE is either:

-
list of cells, identified by E-UTRAN-CGI. Maximum 32 CGI can be defined.

-
List of Tracking Area, identified by TAC. Maximum of 8 TAC can be defined. 

The area scope parameter in NR is either:

-
list of cells, identified by N-CGI. Maximum 32 NCGI can be defined.

-
List of Tracking Area, identified by TAC. Maximum of 8 TAC can be defined.
The parameter is mandatory if area based QMC is requested.

Next change
5.6
QMC target (M)

The QMC target parameter specifies it the QMC is area based or individual UE based.

-
Area based QMC (0)
-
Individual UE based QMC (1)

Next change
5.8
Service type (M)

Which kind of service that shall be recorded. 

-
DASH (0)

-
MTSI (1)
-
VR (2)
DASH measurements are specified in [6]. MTSI measurements are specific in [7]. VR measurements are specified in [X].
End change
