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1
Decision/action requested




The group is asked to discuss and agree on the proposal.
2
References

[1]
TR 28.814 Management and orchestration; Study on enhancements of edge computing management
[2]
3GPP TS 28.538-040 “Management and orchestration; Edge Computing Management”
[3]
3GPP TS 23.558 Architecture for enabling Edge Applications 
3
Rationale
· EdgeDataNetwork IOC is agreed and added in the Edge NRM at SA5#140e. 
· eDNConnectionInfo is included in the EDN configuration information as described in TS 23.558 (SA6 spec), 
so it is suggested to add new EdgeDataNetwork IOC and move eDNConnectionInfo into EdgeDataNetwork IOC.
4
Detailed proposal
It is proposed to apply following changes in [2].
	1st modified section


6.3.5
 ECSFunction

Editor’s Note:  The definition of IOCs is not complete. It is expected additional attributes, as needed
6.3.5.1
Definition

This IOC represents the ECS functionality for supporting Edge Computing. For more information about the ECS, see 3GPP TS 23.558 [2]. 

6.3.5.2
Attributes

The ECSFunction IOC includes attributes inherited from ManagedFunction IOC (defined in TS 28.622[4]) and the following attributes:

	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	ecsAddress
	M
	T
	T
	F
	T

	providerIdentifier
	O
	T
	T
	F
	T

	
	
	
	
	
	

	Attribute related to role
	
	
	
	
	

	edgeDataNetworkRef
	M
	T
	T
	F
	T


6.3.5.3
Attribute constraints

None
	2nd modified section


6.3.x

EdgeDataNetwork
6.3.x.1 

Definition

This IOC represent the EDN information for supporting Edge Computing. For more information about EDN, see 3GPP TS 23.558 [2].

6.3.x.2

Attributes
The EdgeDataNetwork IOC includes attributes inherited from Top IOC (defined in TS 28.622[4]) and the following attributes:
	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	ednIdentifier
	M
	T
	T
	F
	T

	eDNConnectionInfo
	M
	T
	T
	F
	T


6.3.x.3
Attribute constraints

6.3.x.4
Notifications

The common notifications defined in subclause 5.5 of 3GPP TS 28.541 [3] are valid for this IOC, without exceptions or additions.
	3rd modified section


6.4
Attribute definition

6.4.1

Attribute Properties

Editors Note: The definition of attributes are not complete, and are subject to changes.

	Attribute Name
	Documentation and Allowed Values
	Properties

	eASIdentifier
	It identifies the EAS, see 3GPP TS 23.558.


	type: String

multiplicity: 1

isOrdered: N/A

isUnique: True

defaultValue: None

isNullable: False

	eASREquirementsRef
	This is the DN of EASRequirements. 

allowedValues: Not applicable


	type: DN

multiplicity: 1

isOrdered: N/A

isUnique: True

defaultValue: None

isNullable: False

	edgeDataNetworkRef
	This holds a list of DN of EdgeDataNetwork.
	type: DN

multiplicity: 1..*
isOrdered: N/A

isUnique: True

defaultValue: None

isNullable: False

	requiredEASservingLocation
	It defines the location where the EAS service should be available.
	type: ServingLocation

multiplicity: 1..*

isOrdered: N/A

isUnique: True

defaultValue: None

isNullable: False

	geographicalLocation
	This refers to the Geographical Service Area, see 3GPP TS 23.558.
	type: GeoLoc

multiplicity: 1

isOrdered: N/A

isUnique: True

defaultValue: None

isNullable: False

	lat
	This defines the single latitude coordinate.
	type: Float

multiplicity: 1

isOrdered: N/A

isUnique: True

defaultValue: None

isNullable: False

	long
	This defines the single longitudecoordinate.
	type: Float

multiplicity: 1

isOrdered: N/A

isUnique: True

defaultValue: None

isNullable: False

	civicAddress
	This defines the location in terms of a civic address
	type: String

multiplicity: 1

isOrdered: N/A

isUnique: True

defaultValue: None

isNullable: False

	
	
	

	ecsAddress
	One or more URLs and/or IP Address(es) of ECS(s) (See TS 23.558 [2]). 

allowedValues: N/A
	type: String

multiplicity: 1..*

isOrdered: N/A

isUnique: N/A

defaultValue: None

allowedValues: N/A

isNullable: False

	providerIdentifier
	The identifier of the ECSP that provides the ECS(See TS 23.558 [2]).

allowedValues: N/A
	type: string

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

allowedValues: N/A

isNullable: False

	eDNConnectionInfo
	It defines the set of information needed to connect to an EDN.
	type: EDNConnectionInfo

multiplicity: 1
isOrdered: N/A

isUnique: True

defaultValue: None

isNullable: False

	eDNServiceArea
	This parameter defines the service location for the EDN.


	type: ServingLocation

multiplicity: 1

isOrdered: N/A

isUnique: True

defaultValue: None

isNullable: False

	ednIdentifier
	The identifier of the edge data network (See TS 23.558 [2]).
allowedValues: N/A
	type: string

multiplicity: 1

isOrdered: N/A

isUnique: N/A

defaultValue: None

allowedValues: N/A

isNullable: False


