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Roaming QBC specific charging information used for 5G data connectivity charging is provided within the Roaming QBC Information. 
The detailed structure of the Roaming QBC Information can be found in table 6.2.1.4.1.
Table 6.2.1.4.1: Structure of Roaming QBC Information
	Information Element
	Category
	Description

	Multiple QFI container
	OC
	This field holds a list of QFI containers. It may have multiple occurrences

	Triggers
	OC
	This field holds the reason for closing the QFI unit container.

	Trigger Timestamp
	OC
	This field holds the timestamp of the trigger.

	Time
	OC
	This field holds the amount of used time.

	Total Volume
	OC
	This field holds the amount of used volume in both uplink and downlink directions.

	Uplink Volume
	OC
	This field holds the amount of used volume in uplink direction.

	Downlink Volume
	OC
	This field holds the amount of used volume in downlink direction.

	UPF ID
	OC
	This field holds the UPF identifier used to identify the UPF, only used in case of multiple UPFs scenario.

	Local Sequence Number
	M
	This field holds a QFI data container sequence number

	QFI Container information
	OC
	This field holds the QFI data container information defined in clause 6.2.1.5

	UPF ID
	OC
	This field holds the UPF identifier used to identify the UPF when reporting the usage for the UPF., only used in case of single UPF scenario.

	Roaming Charging Profile
	OC
	This field holds the Roaming Charging Profile associated to the PDU session for roaming QBC.

	Trigger 
	OC
	This field holds the trigger applicable to QBC.
This field has multiple occurrences

	Trigger type
	OC
	This field holds the chargeable event defined in table 5.2.1.6.1.

	Trigger category
	OC
	[bookmark: _GoBack]This field holds the trigger category (i.e. immediate or deferred reporting)

	Time Limit
	OC
	This field holds the limit value in seconds when the trigger type is "Expiry of data time limit"

	Volume Limit
	OC
	This field holds the limit value in octets when the trigger type is "Expiry of data volume limit"

	Max Number of charging condition changes
	OC
	This field holds the limit value when the trigger type is "Expiry of limit of number of charging condition changes"

	Partial record method
	OC
	This field holds the method uses by the CHF for partial record closure: default or Individual.  
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