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1
Decision/action requested

Discuss the solution for updating the references.

2
References

None
3
Rationale

Add the reference for the TR 28.826. 
4
Detailed proposal

	1st change


2
References

The following documents contain provisions which, through reference in this text, constitute provisions of the present document.

-
References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.

-
For a specific reference, subsequent revisions do not apply.

-
For a non-specific reference, the latest version applies. In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.

[1]
3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[2] 
3GPP TS 32.255: "5G data connectivity domain charging; stage 2".
[3]
3GPP TS 23.503: "Policy and charging control framework for the 5G System (5GS); Stage 2".
[3]
3GPP TS 29.500: "5G System; Technical Realization of Service Based Architecture; Stage 3".


	Next change


5.1.1
General

When there is no 5G data connectivity usage, which may be quite frequent in the case of always connected, when a trigger is active and the event occurs, sending a lot of information might be unnecessary. For online the need of getting the trigger even if there is no usage depends on if it require rating and may impact the granted quota. For the offline it will depend on the use case if the trigger event is needs to be reported in the case of no usage.

The size of a request is only limited by the maximum size of the request in TS 29.500 [3] and controlled by the NF consumer. The CHF may reject the request if the request is over that limit. There is no other way for the CHF to control the size of the message other than controlling or limit the number of charging conditions changes before reporting, this won’t state the size or take compression into consideration.

	End of change


