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First change
6.6.1
NG-RAN handover success rate
a)
GRANHOSR.

b)
A KPI that shows how often a handover within NR-RAN is successful, regardless if the handover was made due to bad coverage or any other reason. This KPI is obtained by successful handovers to the same or another gNB divided by attempted handovers to the same or another gNB. This KPI covers legacy Handover.

c)
 

 QUOTE NGRANHOSR=(MM.HoExeInterSucc+MM.HoExeIntraSucc)(MM.HoExeInterReq+MM.HoExeIntraReq)×(MM.HoPrepInterSucc+MM.HoPrepIntraSucc)(MM.HoPrepInterReq+MM.HoPrepIntraReq)×100% 

 QUOTE [image: image3.png]GRANHOSR = M HoExelnterSucc: MMHoExelntrasuce)  (MMHoPreplnterSucet MMHoPreplatraSuce)
T OMHoExelmerReqt MMHoEwIntraReq)  (MMHoPrepliterReqtMMHoPrepintraRea)
100[%]
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d)
SubNetwork, NRCellCU.

Next change
6.6.4
5GS to EPS handover success rate

a)
5GSEPSHOSR.
b)
A KPI that shows how often a handover from 5GS to EPS is successful, regardless if the handover was made due to bad coverage or any other reason. This KPI is obtained by successful handovers from 5GS to EPS system divided by the total number of handovers attempt’s from 5GS to EPS system.
c) GRANHOSR=MM.HoExeInterSucc+MM.HoExeIntraSuccMM.HoExeInterReq+MM.HoExeIntraReq×MM.HoPrepInterSucc+MM.HoPrepIntraSuccMM.HoPrepInterReq+MM.HoPrepIntraReq×100% 

 QUOTE NGRANHOSR=(MM.HoExeInterSucc+MM.HoExeIntraSucc)(MM.HoExeInterReq+MM.HoExeIntraReq)×(MM.HoPrepInterSucc+MM.HoPrepIntraSucc)(MM.HoPrepInterReq+MM.HoPrepIntraReq)×100% 
[image: image6.png]{MMHoOutExeSgsToEpsSuce) | (MM.HoOutSgsToEpsPrepSucc)
(MM.HoOutExeSeaToEnaRea) . (MMHoOutsraToEnaPrenRea)

SGSEPSHOSR = X 100[%]






 

d)
SubNetwork, NRCellCU.
End change
