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1	Decision/action requested
Discuss and approve on the proposal.
2	References
[1]	TS 28.557 Management of non-public networks; Stage 1 and stage 2 v1.2.0

3	Rationale
It is proposed to add solutions to support exposure of management capability of NPN in draft TS 28.557 [1].
4	Detailed proposal
This document proposes the following changes in TS 28.557 [1].
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6.3.x Solution for exposure of management capability of PNI-NPN
The MNO (playing the role of NPN-SP) provides a PNI-NPN for a vertical (playing the role of NPN-SC) in the form of a network slice of a PLMN. This solution can be used by a vertical to obtain certain management capabilities (e.g., provisioning, performance monitoring) exposed by MNO in MNO-Vertical Managed Mode. The vertical consumes the exposed management capabilities to manage the PNI-NPN, including,
-	Using the Network Slice Provisioning exposure management services and Network Slice Provisioning data report exposure management service (see clause 6.1 of TS 28.531 [8]), NPN-SC can request allocating, deallocating modifying an NSI, or obtain notifications about NSI Information model data.
-	Using exposure of generic fault supervision management service (see clause 11.2 of TS 28.532 [1x]) and generic performance assurance management service (see clause 11.3 of TS 28.532 [1x]), NPN-SCs can create certain measurement jobs and select the type of data analytics and performance to be monitored, e.g., performance related to various traffic types, geographical areas, different device types, for a specific group of devices, for certain traffic congestion situation and analytical KPIs related to performance predictions.
[image: PlantUML Diagram]
Figure 6.3.x‑1: Exposure of management capability of PNI-NPN in MNO-Vertical Managed Mode
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[bookmark: _Toc29203519][bookmark: _Toc90043469]A.x	Procedure for Exposure of management capability of PNI-NPN in MNO-Vertical Managed Mode
The following PlantUML source code is used to describe the procedure for Exposure of management capability of PNI-NPN in MNO-Vertical Managed Mode, as depicted by Figure 6.3.x-1:




@startuml

"NPN-SC" -> "NPN-SP": exposed management capability request
note over "NPN-SP": Consume MnSs from MNO
"NPN-SP" -> "NPN-SC":exposed management capability response
skinparam sequenceMessageAlign center

@enduml
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