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========= Start of Change ==========
6.3.4.3	Attribute constraints

	Name
	Definition

	CNSliceSubnetProfile S
	Condition: It shall be present when the slice profile defines requirements for CN domain 

	RANSliceSubnetProfile S
	Condition: It shall be present when the slice profile defines requirements for RAN domain.

	TopSliceSubnetProfile
S
	Condition: It shall be present when the slice profile is for top/root network slice subnet



Editors Note : Need for specific slice profile for TN domain is FFS.

Editor's NOTE : Whether SliceProfile is dataType or IOC is FFS.
Editor's NOTE : Whether RANSliceSubnetProfile is inherited from or contained by SliceProfile is FFS.
Editor's NOTE : Whether CNSliceSubnetProfile is inherited from or contained by SliceProfile is FFS.
Editor's NOTE : Whether tOPSliceSubnetProfile is inherited from or contained by SliceProfile is FFS.
Editor's NOTE : Mapping of the URLLC related attributes cSAvailabilityTarget and cSReliabilityMeanTime to subnet level (as part of perfReq mapping): e.g. if they are captured by the attributes: availability and reliability is FFS  
[bookmark: _Toc67990554]6.3.23	CNSliceSubnetProfile<<dataType>>
[bookmark: _Toc67990555]6.3.23.1	Definition
This data type represents the requirements for CN slice profile.
Editor's NOTE: Whether CNSliceSubnetProfile is an IOC or dataType is FFS.
[bookmark: _Toc67990556]6.3.23.2	Attributes

	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	maxNumberofUEs
	O
	T
	T
	F
	T

	dLLatency
	O
	T
	T
	F
	T

	uLLatency
	O
	T
	T
	F
	T

	[bookmark: _Hlk54093744]dLThptPerSliceSubnet
	O
	T
	T
	F
	T

	dLThptPerUE
	O
	T
	T
	F
	T

	uLThptPerSliceSubnet
	O
	T
	T
	F
	T

	uLThptPerUE
	O
	T
	T
	F
	T

	maxNumberOfPDUSessions
	O
	T
	T
	F
	T

	coverageAreaTAList
	O
	T
	T
	F
	T

	reliability
	O
	T
	T
	F
	T

	resourceSharingLevel
	O
	T
	T
	F
	T

	dLMaxPktSize
	O
	T
	T
	F
	T

	uLMaxPktSize
	O
	T
	T
	F
	T

	sliceSimultaneousUse
	O
	T
	T
	F
	T

	delayTolerance
	O
	T
	T
	F
	T

	energyEfficiency
	O
	T
	T
	F
	T

	dLDeterministicComm
	O
	T
	T
	F
	T

	uLDeterministicComm
	O
	T
	T
	F
	T

	survivalTime
	O
	T
	T
	F
	T

	nssaaSupport
	O
	T
	T
	F
	T

	n6Protection
	O
	T
	T
	F
	T



[bookmark: _Toc67990557]6.3.23.3	Attribute constraints
None.
[bookmark: _Toc67990558]6.3.23.4	Notifications
The subclause 6.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.
[bookmark: _Toc67990559]6.3.24	RANSliceSubnetProfile<<dataType>>
[bookmark: _Toc67990560]6.3.24.1	Definition
This data type represents the requirements for RAN slice profile.
Editor's NOTE 1: Whether the attributes of RANSliceSubnetProfile need to be modelled by one IOC or more than one IOC is FFS.
Editor's NOTE 2: Whether RANSliceSubnetProfile is an IOC or dataType is FFS.
[bookmark: _Toc67990561]6.3.24.2	Attributes

	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	
	
	
	
	
	

	coverageAreaTAList
	O
	T
	T
	F
	T

	uEMobilityLevel
	O
	T
	T
	F
	T

	resourceSharingLevel
	O
	T
	T
	F
	T

	maxNumberofUEs
	O
	T
	T
	F
	T

	activityFactor
	O
	T
	T
	F
	T

	dLThptPerUE
	O
	T
	T
	F
	T

	uLThptPerUE
	O
	T
	T
	F
	T

	uESpeed
	O
	T
	T
	F
	T

	reliability
	O
	T
	T
	F
	T

	nROperatingBands
	O
	T
	T
	F
	T

	serviceType
	O
	T
	T
	F
	T

	dLLatency
	O
	T
	T
	F
	T

	uLLatency
	O
	T
	T
	F
	T

	delayTolerance
	O
	T
	T
	F
	T

	sliceSimultaneousUse
	O
	T
	T
	F
	T

	dLMaxPktSize
	O
	T
	T
	F
	T

	uLMaxPktSize
	O
	T
	T
	F
	T

	energyEfficiency
	O
	T
	T
	F
	T

	termDensity
	O
	T
	T
	F
	T

	survivalTime
	O
	T
	T
	F
	T

	dLDeterministicComm
	O
	T
	T
	F
	T

	uLDeterministicComm
	O
	T
	T
	F
	T

	positioning
	O
	T
	T
	F
	T

	synchronicity
	O
	T
	T
	F
	T



[bookmark: _Toc67990562]6.3.24.3	Attribute constraints
None.
[bookmark: _Toc67990563]6.3.24.4	Notifications
The subclause 6.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.
[bookmark: _Toc67990564]6.3.25	TopSliceSubnetProfile<<dataType>>
[bookmark: _Toc67990565]6.3.25.1	Definition
This data type represents the requirements for a top network slice subnet, a network slice subnet directly associated with the network slice. It includes an aggregated list of the attributes from RANSliceSubnetProfile and CNSliceSubnetProfile.
Editor's NOTE: Whether TopSliceSubnetProfile is an IOC or dataType is FFS.

[bookmark: _Toc67990566]6.3.25.2	Attributes

	Attribute name
	S
	isReadable
	isWritable
	isInvariant
	isNotifyable

	dLLatency
	O
	T
	T
	F
	T

	uLLatency
	O
	T
	T
	F
	T

	maxNumberofUEs
	O
	T
	T
	F
	T

	dLThptPerSliceSubnet
	O
	T
	T
	F
	T

	dLThptPerUE
	O
	T
	T
	F
	T

	uLThptPerSliceSubnet
	O
	T
	T
	F
	T

	uLThptPerUE
	O
	T
	T
	F
	T

	dLMaxPktSize
	O
	T
	T
	F
	T

	uLMaxPktSize
	O
	T
	T
	F
	T

	maxNumberOfPDUSessions
	O
	T
	T
	F
	T

	nROperatingBands
	O
	T
	T
	F
	T

	sliceSimultaneousUse
	O
	T
	T
	F
	T

	delayTolerance
	O
	T
	T
	F
	T

	energyEfficiency
	O
	T
	T
	F
	T

	termDensity
	O
	T
	T
	F
	T

	activityFactor
	O
	T
	T
	F
	T

	coverageAreaTAList
	O
	T
	T
	F
	T

	resourceSharingLevel
	O
	T
	T
	F
	T

	uEMobilityLevel
	O
	T
	T
	F
	T

	uESpeed
	O
	T
	T
	F
	T

	reliability
	O
	T
	T
	F
	T

	serviceType
	O
	T
	T
	F
	T

	dLDeterministicComm
	O
	T
	T
	F
	T

	uLDeterministicComm
	O
	T
	T
	F
	T

	survivalTime
	O
	T
	T
	F
	T

	positioning
	O
	T
	T
	F
	T

	synchronicity
	O
	T
	T
	F
	T



[bookmark: _Toc67990567]6.3.25.3	Attribute constraints
None.
[bookmark: _Toc67990568]6.3.25.4	Notifications
The subclause 6.5 of the <<IOC>> using this <<dataType>> as one of its attributes, shall be applicable.
    
========= End of Change ==========

