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1	Decision/action requested
This document is to request approval of the proposed text.

2	Rational 
This document is to add background information on use cases of network slice provisioning in TS 28.531.

3	Proposed changes 


The start of the change

4 		Background
4.1 	General
Network slicing is one of the key 5G features. The provisioning of network slicing includes the four phases which are preparation, commissioning, operation and decommissioning. 
4.x 	Mapping of use cases in TS 28.531
The  NSI provisioning operations include as described in TS 28.531:
-	Create an NSI;
-	Activate an NSI;
-	De-active an NSI;
-	Modify an NSI;
-	Terminate an NSI.
The technical specification TS 28.531 describes specification level use cases related to network slice management. Table 4.x-1 provides the mapping between the network slice related use cases and management capabilities provided by those use cases. The detail information about use cases and operations supporting those use cases are described in TS 28.531.
Table 4.x-1: The use cases in TS 28.531 and the mapping to intent-driven management capabilities.
	Clause
	use case
	Management capabilities

	5.1.1
	Network slice instance allocation
	Deployment of a network slcie

	5.1.2
	Network slice instance subnet allocation
	Deployment of a network slcie subnetwork

	5.1.3
	Network slice instance deallocation
	Deployment of a network slice

	5.1.4
	Network slice subnet instance deallocation
	Deployment of a network slice subnet

	5.1.5
	Obtaining network slice subnet instance information
	Query information

	5.1.6
	Network slice feasibility check
	Deployment of a netowrk slice (subnet)

	5.1.7
	Network slice instance activation
	Deployment of a network slcie

	5.1.8
	Network slice instance deactivation
	Deployment of a network slcie

	5.1.9
	Network slice instance modification
	Modification of a network slice

	5.1.10
	Network slice subnet instance activation
	Deployment of a network slcie subnet

	5.1.11
	Network slice subnet instance deactivation
	Deployment of a network slcie subnet

	5.1.12
	Network slice subnet instance modification
	Modification of a network slices ubnet

	5.1.13
	Network slice subnet configuration
	Modification of a network slice subnet

	5.1.14
	Exposure of network slice management data
	Query information

	5.1.15
	Exposure of network slice management capability
	Management exposure

	5.1.16
	Network slice subnet instance management capability exposure
	Management exposure







End of change
