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1
Discussion
This is a pCR to TR 28.827 discussing about the correction on the solution 1.3.
2
References

[1]
3GPP TR 28.827 "Telecommunication management; Charging management; 
Study on 5G charging for additional roaming scenarios and actors".
3
Rationale
According to the TS 32.256, 5G connection and mobility converged charging, when activated, may be performed by the AMF interacting with CHF using Nchf and the AMF shall be able to perform converged charging for each of the following:
-
Charging data related to registration.

-
Charging data related to N2 connection between the AN and the AMF.

-
Charging data related to user location.

Suggestion to remove the (number of UEs) from the wholesale charging for 5G connection and mobility in solution 1.2.
In the TR 28.827, the topic 1 describes the charging in visited MNO for wholesale charging towards home MNO. The solution 3 should be the Nchf connected to the V-CHF(N40) for the wholesale charging towards H-MNO. Which, the Nchf connected to the H-CHF(Nx) is used for conveying the charging information to H-MNO for retailing. 
This pCR proposes to discuss about the correction on the topic1 in TR 28.827.
4
Detailed proposal

Propose to incorporate the following change into the TR 28.827[1].
	First change


7.1.4.2.1
General
A possible solution for key issues 1b, wholesale charging for 5G connection and mobility provided to the home MNO by the visited MNO, covering both home routed and local breakout case.

	Next change


7.1.4.3
Solution #1.3: Nchf to VPLMN for wholesale of 5G data connectivity

7.1.4.3.1
General

A possible solution for key issue #1a, wholesale charging for 5G data connectivity provided to the home MNO by the visited MNO, covering local breakout case. In this case there is also charging information generated in the home MNO.
7.1.4.3.2
Reference architecture
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Figure 7.1.4.3.2-1: Roaming 5G data connectivity scenario in service-based interface representation
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Figure 7.1.4.3.2-2: Roaming 5G data connectivity scenario in reference point representation
	End of change
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