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	Reason for change:
	When the UE has established the PDU SESSION, it will receive a parameter error caused by the core network carrying repeated PDU SESSION ID or the same Qos flow id. This is an exception in the occasional scenario of the core network and not a flow establishment failure caused by the wireless network. Therefore, it is necessary to exclude this scenario from the flow establishment request statistics.
In the scenario where the UE PDU SESSION has been established, if the gNB receives an "PDUSESSION establishment request (PDU SESSION RESOURCE SETUP REQUEST) message from the AMF carrying incorrect core network parameters, it counts the number of flow establishment requests (core network parameter error), excluding the number of flow establishment requests.

	
	

	Summary of change:
	Modify the definition of Number of QoS flow attempted to setup

	
	

	Consequences if not approved:
	The flow establishment failure caused by core network cannot be measured correctly.

	
	

	Clauses affected:
	5.1.1.13.3.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	Revision of S5-222342





	First change


[bookmark: _Toc51750562][bookmark: _Toc51774822][bookmark: _Toc51775436][bookmark: _Toc51776052][bookmark: _Toc58515435][bookmark: _Toc98860711]5.1.1.13.3.1	Number of QoS flow attempted to setup 
a)	This measurement provides the number of QoS flows attempted to setup. The measurement is split into subcounters per QoS level (5QI).
b)	CC.
c)	On receipt by the NG-RAN of a PDU SESSION RESOURCE SETUP REQUEST, or receipt by the NG-RAN of a INITIAL CONTEXT SETUP REQUEST message, or receipt by the NG-RAN of a PDU SESSION RESOURCE MODIFY REQUEST message, each requested QoS flow in the message is added to the relevant measurement per QoS level (5QI) and per S-NSSAI.  ,Tthe possible 5QIs are included in TS 23.501 [4]. The sum of all supported per QoS level measurements shall equal the total number of QoS flows attempted to setup. In case only a subset of per QoS level measurements is supported, a sum subcounter will be provided first. Any QoS flows requested in PDU SESSION RESOURCE SETUP REQUEST messages with same PDU Session IDs of existing UE PDU SESSIONs are excluded.
d)	Each measurement is an integer value. The number of measurements is equal to the number of QoS levels plus the number of S-NSSAIs, plus a possible sum value identified by the .sum suffix.
e)	The measurement name has the form.
QF. EstabAttNbr.5QI where 5QI identifies the 5QI and
QF. EstabAttNbr.SNSSAI identifies the S-NSSAI.
f)	NRCellCU.
g)	Valid for packet switched traffic.
h)	5GS.
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