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	Reason for change:
	The use of PDU session information at QBC is not clearly specified. It is stated that FBC doesn’t use the Roaming QBC information but there is no statement about the PDU session information.

	
	

	Summary of change:
	Adding that PDU session information is applicable for QBC.

	
	

	Consequences if not approved:
	Unclear how PDU session information is used for QBC may lead to interoperability issues.
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[bookmark: _Toc20233283][bookmark: _Toc28026863][bookmark: _Toc36116698][bookmark: _Toc44682882][bookmark: _Toc51926733][bookmark: _Toc59009644]
[bookmark: _Toc20227298][bookmark: _Toc27749530][bookmark: _Toc28709457][bookmark: _Toc44671076][bookmark: _Toc51918984][bookmark: _Toc98343984]6.1.6.2.2.1	Type ChargingDataRequest
This clause is additional attributes of the type ChargingDataRequest defined in clause 6.1.6.2.1.1 for 5G data connectivity charging described in 3GPP TS 32.255[30].
Table 6.1.6.2.2.1-1: 5G Data Connectivity Specified attribute of type ChargingDataRequest
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	pDUSessionChargingInformation 
	PDUSessionChargingInformation 
	OM 
	0..1
	This field holds the 5G data connectivity specific information, applicable to FBC and QBC.
	

	roamingQBCInformation 
	RoamingQBCInformation
	OM 
	0..1
	This field holds the 5G data connectivity specific information, applicable to roaming QBC.
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