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	First change


5.2.1.X	5G non-roaming Mobile Virtual Network Operators (MVNOs) Charging
5.2.1.X.1	General
The SMF provides charging information collection and reporting per PDU session charging for 5G non-roaming Mobile Virtual Network Operators (MVNOs) charging, according to clause 5.5.3.10 of TS 32.240 [1].
The charging principle for local breakout roaming scenario is applied to MVNOs (owning a CHF referred to as A-CHF) charging, with the following differences on the SMF interactions with the CHF in the MNO and A-CHF in the MVNO:
-	V-SMF in V-PLMN is replaced by the SMF in MNO;
-	V-CHF in V-PLMN is replaced by the CHF in MNO;
-	H-CHF in H-PLMN is replaced by the A-CHF in MVNO.
[bookmark: _Toc98323667][bookmark: _Toc58598737][bookmark: _Toc51859582][bookmark: _Toc44928877][bookmark: _Toc44928687][bookmark: _Toc44664230][bookmark: _Toc36112485][bookmark: _Toc36049266][bookmark: _Toc36045386][bookmark: _Toc27579446][bookmark: _Toc20205471]5.2.1.X.2	CHF selection
The CHF selection by the SMF specified in the 5.1.8 is applied to the CHF selection in the MNO. 
The CHF selection by the SMF specified in the 5.1.8 is applied to the A-CHF selection in the MVNO, with the following differences:
-	CHF address(es) selection mechanisms based on PCF, UDM and charging characteristics are not applicable.
-	NRF based discovery, When NRF is used, the A-CHF can be selected based on PLMN Id of the MVNO.
	End of change



