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[bookmark: _Toc393440623]2	References
The following documents contain provisions, which through reference in this text, constitute provisions of the present document.
-	References are either specific (identified by date of publication, edition number, version number, etc.) or non‑specific.
-	For a specific reference, subsequent revisions do not apply.
-	For a non-specific reference, the latest version applies.  In the case of a reference to a 3GPP document (including a GSM document), a non-specific reference implicitly refers to the latest version of that document in the same Release as the present document.
[1]	3GPP TS 32.240: "Telecommunication management; Charging management; Charging Architecture and Principles".
[2]	3GPP TS 32.290: "Telecommunication management; Charging management; 5G system; Services, operations and procedures of charging using Service Based Interface (SBI)". 
[3]	3GPP TS 32.291: "Telecommunication management; Charging management; 5G system; Charging service, stage 3".
[24] - [9]	Void.
[10]	3GPP TS 32.250: "Telecommunication management; Charging management; Circuit Switched (CS) domain charging".
[11] 	3GPP TS 32.251: "Telecommunication management; Charging management; Packet Switched (PS) domain charging".
[12] - [33]	Void.
[34]	3GPP TS 32.274: "Telecommunication management; Charging management; Short Message Service (SMS) charging".
[35] - [49]	Void.
[50]	3GPP TS 32.299: "Telecommunication management; Charging management; Diameter charging application".
[51]	3GPP TS 32.298: "Telecommunication management; Charging management; Charging Data Record (CDR) parameter description".
[52]	3GPP TS 32.297: "Telecommunication management; Charging management; Charging Data Records (CDR) file format and transfer".
[53]	3GPP TS 32.296: "Telecommunication management; Charging management; Online Charging System (OCS) applications and interfaces".
[54]	3GPP TS 32.295: "Telecommunication management; Charging management; Charging Data Record (CDR) transfer".
[55] - [99]	Void.
[100]	3GPP TR 21.905: "Vocabulary for 3GPP Specifications".
[101] 	3GPP TS 22.115: "Service aspects; Charging and billing".
[102] - [199]	Void.
[200]	3GPP TS 22.140: "Multimedia Messaging Service (MMS); Stage 1".
[201]	3GPP TS 23.140: "Multimedia Messaging Service (MMS); Functional description; Stage 2".
[202]	3GPP TS 24.002: "GSM - UMTS Public Land Mobile Network (PLMN) Access Reference Configuration".
[203] - [299]	Void.
[300] - [399]	Void.
[400]	Void.
[401]	Void.
[402]	IETF RFC 4006 (2005): "Diameter Credit-Control Application".
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[bookmark: _Toc4680041][bookmark: _Toc27581191][bookmark: _Toc105684156]4.4	MMS converged charging architecture
The architectural options for MMS converged charging are depicted in figure 4.4.1 in service-based representation for CHF:


Figure 4.4.1: MMS converged charging architecture
Architectural options of figure 4.4.1 apply to any MMS converged charging architecture of this clause.
The general architecture components can be found in TS 32.240 [1]. 
Bm in clause 5.2.5 of this document, and Nchf is described in TS 32.290 [2].
Figure 4.4.2 depicts the MMS converged charging architecture for non-roaming in reference point representation: 


Figure 4.4.2: MMS converged charging architecture non-roaming reference point representation

	End of changes
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