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	First change


[bookmark: _Toc106015807][bookmark: _Toc106015962]6.1.6.2.12.1	Type ChargingDataRequest
This clause is additional attributes of the type ChargingDataRequest defined in clause 6.1.6.2.1.1 for edge computing domain charging described in TS 32.257 [36].
Table 6.1.6.2.12.1-1: Edge computing domain specified attribute of type ChargingDataRequest
	Attribute name
	Data type
	P
	Cardinality
	Description
	Applicability

	edgeInfrastructureUsageChargingInformation
	EdgeInfrastructureUsageChargingInformation
	OCOM
	0..1
	This field holds the edge enabling infrastructure resource usage charging specific information.
	EdgeComputing

	eASDeploymentChargingInformation
	EASDeploymentChargingInformatio
	OCOM
	0..1
	This field holds the EAS deployment charging specific information.
	EdgeComputing

	directEdgeEnablingServiceChargingInformation
	NEFChargingInformation
	OCOM
	0..1
	This field holds the charging information the edge enabling services directly provided by EES, only used if structured charging information is required.
	EdgeComputing

	exposedEdgeEnablingServiceChargingInformation
	NEFChargingInformation 
	OC OM 
	0..1
	This field may hold the charging information of the edge enabling services exposed.
	EdgeComputing



Editor’s note: all attribute names and data types are FFS dependent TS 24.558 [311] and TS 29.558 [309] release.
	Next change



7.10	Bindings for Edge Computing domain charging
Table 7.10-1: Bindings of Edge Computing domain charging CDR field, Information Element and Resource Attribute 
	Information Element
	CDR Field
	Resource Attribute

	
	
	ChargingDataRequest

	Edge Enabling Infrastructure Resource Usage Charging Information
	Edge Enabling Infrastructure Resource Usage Charging Information
	/edgeInfrastructureUsageChargingInformation

	Mean Virtual CPU Usage
	Mean Virtual CPU Usage
	/edgeInfrastructureUsageChargingInformation/meanVirtualCPUUsage

	Mean Virtual Memory Usage
	Mean Virtual Memory Usage
	/edgeInfrastructureUsageChargingInformation/meanVirtualMemoryUsage

	Mean Virtual Disk Usage
	Mean Virtual Disk Usage
	/edgeInfrastructureUsageChargingInformation/meanVirtualDiskUsage

	Duration Start Time
	Duration Start Time
	/edgeInfrastructureUsageChargingInformation/durationStartTime

	Duration End Time
	Duration End Time
	/edgeInfrastructureUsageChargingInformation/durationEndTime

	EAS Deployment Charging Information
	EAS Deployment Charging Information
	/eASDeploymentChargingInformation

	EAS Deployment Requirements
	EAS Deployment Requirements
	/eASDeploymentChargingInformation/eASDeploymentRequirements

	LCM Start Time
	LCM Start Time
	/eASDeploymentChargingInformation/lCMStartTime

	LCM End Time
	LCM End Time
	/eASDeploymentChargingInformation/lCMEndTime

	Direct Edge Enabling Service Charging Information
	Exposure Function API InformationdirectEdgeEnablingServiceChargingInformation
	/nEFChargingInformationdirectEdgeEnablingServiceChargingInformation

	UE Identifier
	externalIndividualIdentifier
	/directEdgeEnablingServiceChargingInformation /externalIndividualIdentifier

	API Direction
	aPIDirection
	/directEdgeEnablingServiceChargingInformation /aPIDirection

	API Target Network Function
	aPITargetNetworkFunction
	/directEdgeEnablingServiceChargingInformation /aPITargetNetworkFunction

	API Result Code
	aPIResultCode
	/directEdgeEnablingServiceChargingInformation /aPIResultCode

	API Name
	aPIName
	/directEdgeEnablingServiceChargingInformation /aPIName

	API Reference
	aPIReference
	/directEdgeEnablingServiceChargingInformation /aPIReference

	API Content
	aPIContent
	/directEdgeEnablingServiceChargingInformation /aPIContent

	Exposed Edge Enabling Service Charging Information
	Exposure Function API Information exposedEdgeEnablingServiceChargingInformation
	/nEFChargingInformationexposedEdgeEnablingServiceChargingInformation

	UE Identifier
	externalIndividualIdentifier
	/exposedEdgeEnablingServiceChargingInformation/externalIndividualIdentifier

	API Direction
	aPIDirection
	/exposedEdgeEnablingServiceChargingInformation/aPIDirection

	API Target Network Function
	aPITargetNetworkFunction
	/exposedEdgeEnablingServiceChargingInformation/aPITargetNetworkFunction

	API Result Code
	aPIResultCode
	/exposedEdgeEnablingServiceChargingInformation/aPIResultCode

	API Name
	aPIName
	/exposedEdgeEnablingServiceChargingInformation/aPIName

	API Reference
	aPIReference
	/exposedEdgeEnablingServiceChargingInformation/aPIReference

	API Content
	aPIContent
	/exposedEdgeEnablingServiceChargingInformation/aPIContent

	
	
	ChargingDataResponse
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