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Start of changes
[bookmark: _Toc509579922][bookmark: _Toc523216027][bookmark: _Toc90043663]3.2	Abbreviations
For the purposes of the present document, the abbreviations given in 3GPP TR 21.905 [1] and the following apply. An abbreviation defined in the present document takes precedence over the definition of the same abbreviation, if any, in 3GPP TR 21.905 [1].
5GC	5G Core network
5GS	5G System
AMF	Access and Mobility Management Function
EN-DC	E-UTRA-NR Dual Connectivity
EPS	Evolved Packet System
MR-DC	Multi-RAT Dual Connectivity
NG-RAN	NG Radio Access Network
NR	New Radio
PCF	Policy Controle Control Function
UDM	Unified Data Management
UDR	Unified Data Repository
UDSF	Unstructured Data Storage Function

[bookmark: _Toc90043436]Second change
[bookmark: _Toc90043672]4.8	Remote Interference Management
A remote interference scenario may involve a number of victim and aggressor cells, where the gNBs execute Remote Interference Management (RIM) coordination on behalf of their respective cells. Aggressor and victim gNBs or cells can be grouped into semi-static sets, where each cell is asigned assigned a set ID, and is configured with a RIM Reference Signal (RIM-RS) and the radio resources associated with the set ID. As defined in TS 38.300 [3].
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