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[bookmark: _Toc59182433][bookmark: _Toc59183899][bookmark: _Toc59194834][bookmark: _Toc59439260][bookmark: _Toc67989683]4.3.2	GNBCUCPFunction
[bookmark: _Toc59182434][bookmark: _Toc59183900][bookmark: _Toc59194835][bookmark: _Toc59439261][bookmark: _Toc67989684]4.3.2.1	Definition
For non-split NG-RAN deployment scenario, this IOC together with GNBCUUPFunction IOC and GNBDUFunction IOC provide the management representation of gNB defined in clause 6.1.1 in 3GPP TS 38.401 [4]. 
For 2-split NG-RAN deployment scenario, this IOC together with GNBCUUPFunction IOC provide management representation of the gNB-CU defined in clause 6.1.1 in 3GPP TS 38.401 [4]. 
For 3-split NG-RAN deployment scenario, this IOC provides management representation of gNB-CU-CP defined in clause 6.1.2 in 3GPP TS 38.401 [4]. 
The following table identifies the necessary end points required for the representation of gNB and en-gNB, of all deployment scenarios.

	Req
Role
	End point requirement for 3-split deployment scenario
	End point requirement for 2-split deployment scenario
	End point requirement for Non-split deployment scenario

	gNB 
	<<IOC>>EP_XnC, <<IOC>>EP_NgC, <<IOC>>EP_F1C, 
<<IOC>>EP_E1.

	<<IOC>>EP_XnC, <<IOC>>EP_NgC, <<IOC>>EP_F1C.
<<IOC>>EP_F1U.

	<<IOC>>EP_XnC, <<IOC>>EP_NgC.

	en-gNB
	<<IOC>>EP_X2C, <<IOC>>EP_F1C, <<IOC>>EP_E1.

	<<IOC>>EP_X2C, <<IOC>>EP_F1C.
	<<IOC>>EP_X2C.
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