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	1st Change



[bookmark: _Toc106192933][bookmark: _Toc113872141]4.5.4	Context 
Each target may be constrained to only be achieved for a very specific set of constraints. For example, the consumer may state that: "ensure that handoverFailureRate < 2 % if Load > 80 %", where the target "HandoverFailureRate < 2 %" is only to be achieved only in the context "Load > 80 %". 
Similar to the target, the context is also a tuple of < attribute, condition, value range > but where the values having a different semantics.
Although contexts and targets have the same structure, to distinguish between what needs to  be achieved and the context which is only to be considered as required conditions, the Context has to be explicitly stated separate from the target. For example, if the consumer may wish that the Radio Link Failure rate (RLF) is less than 2 % when the load is more than 50 %. If the context (i.e. load > 50 %) is not explicitly stated/modelled as context, the producer could interpret the request to mean (RLF < 2 % and load > 50 %).
For a given expectation, the specific list of targets may be desired to be achieved for given combined contexts, i.e. besides the Target, an expectation may state a list of contexts which apply to all targets within the intent expectation. Similarly, there may be contexts that apply to all expectations within a given intent. Correspondingly, both Intent expectations and intents should be modelled to contain the sameaggregate contexts that apply to all the contained sub elements.

	2nd Change


[bookmark: _Hlk117157134]
[bookmark: _Toc106192963][bookmark: _Toc113872171]6.2.1.3.3	ExpectationObject <<dataType>>
6.2.1.3.3.1	Definition
[bookmark: MCCQCTEMPBM_00000108][bookmark: MCCQCTEMPBM_00000109]The ExpectationObject <<dataType>> represents the Object to whichof the IntentExpectation should applythat are required to be applied on.

	End Change



