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Start of first change
[bookmark: _Toc4427683][bookmark: _Toc90544432][bookmark: _Hlk117683150][bookmark: _Hlk117683079]4.3.9	EUtranRelation
[bookmark: _Toc4427684][bookmark: _Toc90544433]4.3.9.1	Definition
This IOC represents a NCR from a source cell to a target cell, where the target cell is a EUtranGenericCell or ExternalEUtranGenericCell instance. 
The source cell can be a NRCellCU instance. This is the case for Inter-RAT mobility and NCR from NR to E-UTRAN. See 3GPP TS 28.541 [40].
The source cell can be an EUtranGenericCell instance. This is the case for an Intra-E-UTRAN NCR.
The source cell can be a UtranGenericCell instance. This is the case for Inter-RAT NCR from UTRAN to E-UTRAN. See 3GPP TS 28.652 [21].
The source cell can be a GsmCell instance. This is the case for Inter-RAT NCR from GERAN to E-UTRAN. See 3GPP TS 32.652 [20].
NCRs are unidirectional. 
[bookmark: _Toc4427685][bookmark: _Toc90544434]4.3.9.2	Attributes
	Attribute name
	Support Qualifier
	isReadable
	isWritable
	isInvariant
	isNotifyable

	id
	M
	T
	F
	T
	F

	tCI
	O
	T
	T
	F
	T

	isRemoveAllowed
	CM
	T
	T
	F
	T

	isHOAllowed
	CM
	T
	T
	F
	T

	 isICICInformationSendAllowed
	CM
	T
	T
	F
	T

	isLBAllowed
	CM
	T
	T
	F
	T

	isESCoveredBy
	CM
	T
	T
	F
	T

	qOffset
	CM
	T
	T
	F
	T

	cellIndividualOffset
	CM
	T
	F
	F
	T

	Attribute related to role
	
	
	
	
	

	adjacentCell
	M
	T
	T
	F
	T



[bookmark: _Toc4427686][bookmark: _Toc90544435]4.3.9.3	Attribute constraints
	Name
	Definition

	isRemoveAllowed Support Qualifier
	The condition is "ANR function is supported in the source cell, and the source cell is an EUtranGenericCell or a UtranGenericCell".

	isHOAllowed Support Qualifier
	The condition is "ANR function is supported in the source cell, and the source cell is an EUtranGenericCell or a UtranGenericCell".

	isICICInformationSendAllowed  Support Qualifier
	The condition is "ICIC function is supported".

	isLBAllowed Support Qualifier 
	The condition is "LB function is supported".

	isESCoveredBy Support Qualifier 
	The condition is "Energy Saving function is supported".

	qOffset Support Qualifier
	The condition is "Neither an EM-centralized nor a distributed SON function support the SON use cases for which this attribute is relevant (see §6.5.1)".

	cellIndividualOffset Support Qualifier
	The condition is "HOO function is supported" or "Load Balancing Optimization function is supported".


[bookmark: _Toc4427687][bookmark: _Toc90544436]4.3.9.4	Notifications
The common notifications defined in subclause 4.5 are valid for this IOC, without exceptions or additions.
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