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1
Decision/action requested

For approval
2
References
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3GPP TR 28.834 v0.3.0 Study on Management of Cloud Native Virtualized Network Functions
3
Rationale

This contribution explores how the 3GPP Management System may be impacted by the 4 proposed general solutions in EVE019.

4
Detailed proposal

The following changes are proposed to [1].
	1st change


6.X
Potential solution# n: Allocation of functionality
6.X.1
Introduction

EVE019[4] proposes 4 general solutions (A, B1, B2, and C). This clause explores how the 3GPP Management System may be impacted by the proposed allocation of functionality for these solutions.

6.X.2
EVE019 Solution A

In EVE019[4] Solution A, it is proposed to introduce a new functional block “Generic OAM”. This new functional block would not be contained by any existing functional block. Figure 6.X.2-1 (copied from Figure 6.3.3-1 in [4]) shows an overview of the solution.
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Figure 6.X.2-1: Allocation of functionality for Solution A

According to this proposal, there will be a new touchpoint from OSS/BSS to the Generic OAM functional block, and this touchpoint may possibly be used by the 3GPP Management System. Work is ongoing to define the services or APIs which are exposed via this new touchpoint, therefore it is not possible to analyze the impacts to the 3GPP Management System.

6.X.3
EVE019 Solution B1

In EVE019[4] Solution B1, it is proposed to allocate the new functionality to existing functional blocks. Figure 6.X.3-1 (copied from Figure 6.4.2-1 in [4]) uses arrows to show where the functions should be placed.
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Figure 6.X.3-1: Allocation of functionality for Solution B1
According to this proposal, it is proposed to allocate the following functions within the Element Manager, which means that they could be within the scope of the 3GPP Management System:

· Network Configuration Manager

· VNF Configuration Manager

· Upgrade VNF

· VNF Metrics Manager

· VNF Metrics Aggregator

The conclusion of EVE019[4] states that Solution B “is not recommended to be further considered during the normative work”. Therefore, the implications of Solution B1 are not analyzed.

6.X.4
EVE019 Solution B2

In EVE019[4] Solution B2, it is proposed to allocate the new functionality to existing functional blocks. Figure 6.X.4-1 (copied from Figure 6.4.3-1 in [4]) uses arrows to show where the functions should be placed.
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 Figure 6.X.4-1: Allocation of functionality for Solution B2
According to this proposal, it is proposed to allocate the following functions within the Element Manager, which means that they could be within the scope of the 3GPP Management System:

· Network Configuration Manager

· VNF Configuration Manager

· Upgrade VNF

The conclusion of EVE019[4] states that Solution B “is not recommended to be further considered during the normative work”. Therefore, the implications of Solution B2 are not analyzed.

6.X.5
EVE019 Solution C

In EVE019[4] Solution C, it is proposed that each generic OAM function should be a VNF.

According to this proposal, there will be multiple new external management functions which can be used by the 3GPP Management System. Work is ongoing to define the services or APIs which are exposed by these new functions, therefore it is not possible to analyze the impacts to the 3GPP Management System.

	End of changes


