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1
Decision/action requested

The group is asked to discuss and agree on the proposal.
2
References

[1] 
3GPP TR 28.837-050 “Study on Management of Trace/MDT phase 2”.
3
Rationale

This pCR is to provide the potential solution and conclusion for NPN support for RLF and RCEF reports to the TR 28.837 [1]. The description and the problem statement for this topic are presented in the companion contribution S5-232154.
4
Detailed proposal

	Start of modification


6.2.x
Key issue #a: Support of RLF and RCEF reports for NPN networks
6.2.x.1
Description

…
6.2.x.2
Problem Statement
…
6.2.x.3
Potential Solution

Based on the requirements described in the preceding clause, the following are proposed as solutions.

· Business level and specification level requirements are to be added to TS 32.421 [5] to support the NPN for RLF and RCEF reports.

· No changes required specifically in the trace activation and deactivations mechanisms for RLF and RCEF reports. The existing procedures are covering the NPNs as well.
6.2.x.4
Conclusion
Based on the proposals above, following changes are prescribed.

Requirements needs to be added in 32.421 [5] to support the RLF and RCEF reports for NPN networks.
6.3 
Management of MDT for RACH

6.4
MR-DC related MDT Configuration and Reporting

Editor’s Note: This clause is to describe solutions to support MR-DC related MDT configuration and reporting by specified by RAN2 and RAN3 in Rel-18 SON/MDT WI.

6.5
Reporting and Internode Communication
Editor’s Note: This clause is to describe solutions to support enhancement of reporting and internode communication specified by RAN2 and RAN3 in Rel-18 SON/MDT WI, e.g. RLF and accessibility measurements, Successful Handover reporting.
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