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1	Decision/action requested
The group is asked to discuss and approve the proposals.
2	References
[1]	New Study on Basic SBMA enabler enhancements SP-220145
None
3	Rationale
[bookmark: _Toc524946561]This contribution provides Trigger relayed Key Issues and requirements.
4	Detailed proposal

	First modification



[bookmark: _Toc120023215]4.5	Issue #x: Functions Trigger
[bookmark: _Toc120023216]4.5.1	Issue description
The generic NRM defines several NRM control fragments for various purpose. Some of the fragments are related and should be instantiated in a sequence to achieve the overall objective.  For example, a consumer requesting to instantiate PerfMetricJob or TraceJob should also request to instantiate NtfSubscriptionControl in order to receive related notification with the required performance metrics. In another example, a ThresholdMonitor will require a related PerfMetricjob which in turn will require a NtfSubscriptionControl. A consumer need to explicitly request for all three. Further, one particular NRM fragment can be triggered by an event related with another instantiated MOI. For example, when a threshold is breached the PerfMetricJob is created to collect related measurement data. This can be done in order to ascertain the cause of the threshold breach. For example, when the slice threshold of “UTSNSI” (see clause 6.2.3 of TS 28.554) is breached a PerfMetricJob is created to collect measurement of “Virtualized resource usage” (see clause 6.2 of TS 28.552) related to that slice. In the above example, the consumer need to explicitly create PerfMetricJob as a result of threshold crossing.
It is not optimal for consumer to explicitly request for the instantiation of all required NRM fragments. The producer should instantiate all required NRM fragments with a single request i.e the request to instantiate PerfMetricJob and ThresholdMonitor in the above examples. The current standards lacks a mechanism for a producer to know what are the related NRM fragments that need to be instantiated after the parent NRM fragments is instantiated.

[bookmark: _Toc120023217]4.5.2	Analysis
The mechanism to support in-sequence and on-trigger creation of the functions are missing and need to be defined. 
4.5.3 Potential Requirements
1. The 3GPP Management System shall enable a mechanism using which an authorized consumer, while asking to create an MOI, can specify details on all the IOC(s) that are to be instantiated.
2. [bookmark: _GoBack]
4.5.2 Potential Solutions
TBD
[bookmark: _Toc120023218]4.5.3	CR proposal
TBD
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