

	
3GPP TSG-SA5 Meeting #147 	S5-232165
Athens, Greece, 27th February – 3rd March 2023

	CR-Form-v12.1

	CHANGE REQUEST

	

	
	28.622
	CR
	0215
	rev
	-
	Current version:
	17.4.1
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	X



	

	Title:	
	Rel-17 CR TS 28.622 Correcting attribute constraints for Trace Job 

	
	

	Source to WG:
	Nokia, Nokia Shangai Bell

	Source to TSG:
	S5

	
	

	Work item code:
	TEI16
	
	Date:
	2023-02-15

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-17

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-15	(Release 15)
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)

	
	

	Reason for change:
	Attribute constraints for some of the attributes specific to MDT does not specify all the applicable jobType attributes in the Trace job

	
	

	Summary of change:
	Attribute constraints are added with all the applicable job types for some of the MDT specific attributes

	
	

	Consequences if not approved:
	Incomplete specification on the attribute constraints for some of the attributes of the Trace job

	
	

	Clauses affected:
	4.3.30.3

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ...

	
	

	Other comments:
	

	
	

	This CR's revision history:
	










Start of First change
[bookmark: _Toc44516372][bookmark: _Toc45272687][bookmark: _Toc51754682][bookmark: _Toc122537914]4.3.30.3	Attribute constraints
	Name
	Definition

	listOfInterfaces (support qualifier)
	This attribute shall be present when jobType includes Trace.

	listOfNETypes (support qualifier)
	This attribute shall be present only for Trace with Signalling Based Activation

	pLMNTarget (support qualifier)
	This attribute shall be present for management based activation when several PLMNs are supported in the RAN.

	traceReportingConsumerUri (support qualifier)
	This attribute shall be present if streaming trace data reporting is supported and traceReportingFormat set to "streaming".

	traceCollectionEntityIPAddress (support qualifier)
	This attribute shall be present if file based trace data reporting is supported and traceReportingFormat set to "file based" or when jobType is set to Logged MDT or Logged MBSFN MDT.

	traceDepth (support qualifier)
	This attribute shall be present when jobType includes Trace.

	triggeringEvents (support qualifier)
	This attribute shall be present when jobType includes Trace.

	anonymizationOfMDTData (support qualifier)
	This attribute shall be present only if MDT is supported and the areaScope attribute is present. This attribute is only applicable for management based activation.

	areaConfigurationForNeighCell (support qualifier)
	This attribute shall be present only if NR MDT is supported and the jobType attribute is set to Logged MDT.

	areaScope (support qualifier)
	This attribute shall be present if MDT is supported.

	collectionPeriodRRMLTE (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Immediate MDT or combine Trace and Immediate MDT and the listOfMeasurements attribute has any of M2, M3 measurement set in case of LTE.

	collectionPeriodRRMUMTS (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Immediate MDT or combine Trace and Immediate MDT and the listOfMeasurements attribute has any of M3, M4, M5 measurement set in case of UMTS.

	eventListForEventTriggeredMeasurement (support qualifier)
	This attribute shall be present only if NR MDT is supported and the jobType attribute is set to Logged MDT.

	eventThreshold (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Immediate MDT or combine Trace and Immediate MDT and the reportingTrigger attribute is configured for A2EventReporting in LTE and NR or 1f/1IEventReporting in UMTS.

	listOfMeasurements (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Immediate MDT or combine Trace and Immediate MDT.

	loggingDuration (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Logged MDT or Logged MBSFN MDT.

	loggingInterval (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Logged MDT or Logged MBSFN MDT.

	eventThresholdL1 (support qualifier)
	This attribute shall be present only if NR MDT is supported and the jobType attribute is set to Logged MDT.

	hysteresisL1 (support qualifier)
	This attribute shall be present only if NR MDT is supported and the jobType attribute is set to Logged MDT.

	timeToTriggerL1 (support qualifier)
	This attribute shall be present only if NR MDT is supported and the jobType attribute is set to Logged MDT.

	mBSFNAreaList (support qualifier)
	This attribute shall be present only if Logged MBSFN MDT is supported and the jobType attribute is set to Logged MBSFN MDT. This is applicable only for eUTRAN.

	measurementPeriodLTE (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Immediate MDT or combine Trace and Immediate MDT and the listOfMeasurements attribute for LTE has either M4 or M5 measurement set.

	collectionPeriodM6LTE (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Immediate MDT or combine Trace and Immediate MDT and the listOfMeasurements attribute for LTE has M6 measurement set.

	collectionPeriodM7LTE (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Immediate MDT or combine Trace and Immediate MDT and the listOfMeasurements attribute for LTE has M7 measurement set.

	measurementPeriodUMTS (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Immediate MDT or combine Trace and Immediate MDT and the listOfMeasurements attribute for UMTS has M6 or M7 measurements set.

	collectionPeriodRRMNR (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Immediate MDT or combine Trace and Immediate MDT and the listOfMeasurements attribute has any of M4, M5 measurement set in case of NR.

	collectionPeriodM6NR (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Immediate MDT or combine Trace and Immediate MDT and the listOfMeasurements attribute has M6 measurement set in case of NR.

	collectionPeriodM7NR (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Immediate MDT or combine Trace and Immediate MDT and the listOfMeasurements attribute has any of M7 measurement set in case of NR.

	beamLevelMeasurement (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Immediate MDT or combine Trace and Immediate MDT and the listOfMeasurements attribute has M1 measurement set in case of NR.

	measurementQuantity (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Immediate MDT or combined Trace and Immediate MDT and the reportingTrigger parameter is set to event 1F.

	eventThresholdUphUMTS (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Immediate MDT or combined Trace and Immediate MDT and the listOfMeasurements attribute has M4 measurement set in case of UMTS.

	pLMNList (support qualifier)
	This attribute shall be present only if MDT is supported, several PLMNs are supported in the RAN and the jobType attribute is set to Logged MDT.

	positioningMethod (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Immediate MDT or combine Trace and Immediate MDT.

	reportAmount (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Immediate MDT or combine Trace and Immediate MDT and the reportingTrigger attribute is configured for periodic measurements or event triggered periodic measurements.

	reportingTrigger (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Immediate MDT or combine Trace and Immediate MDT and the listOfMeasurements attribute is configured for M1 (for UMTS, LTE and NR) or M2 (only for UMTS).

	reportInterval (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Immediate MDT or combine Trace and Immediate MDT, the listOfMeasurements attribute is configured for M1 (for UMTS, LTE and NR) or M2 (only for UMTS) and the reportingTrigger is configured for periodic measurements or event triggered periodic measurements.

	reportType (support qualifier)
	This attribute shall be present only if NR MDT is supported and the jobType attribute is set to Logged MDT.

	sensorInformation (support qualifier)
	This attribute shall be present only if NR MDT is supported.

	traceCollectionEntityId (support qualifier)
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Logged MDT.

	excessPacketDelayThresholds
	This attribute shall be present only if MDT is supported and the jobType attribute is set to Immediate MDT or combine Trace and Immediate MDT and the listOfMeasurements attribute is configured for M6 for UL in NR.
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