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[bookmark: _Toc105572991][bookmark: _Toc122351713]
	1st change



[bookmark: _Toc105572929][bookmark: _Toc122351653]8.4.2.3.3	Analytics output
The specific information elements of the analytics output for network slice traffic prediction analysis, in addition to the common information elements of the analytics outputs (see clause 8.3), are provided in table 8.4.2.3.3-1.
Table 8.4.2.3.3-1: Analytics output for network slice traffic prediction analysis
	Information element
	Definition
	Support qualifier
	Properties

	trafficProjections
	This specifies the traffic projections for a network slice or a network slice subnet.
	M
	type: TrafficProjections
multiplicity: *
isOrdered: False
isUnique: True
defaultValue: None
isNullable: False



	2nd change



[bookmark: MCCQCTEMPBM_00000050]8.5.10	TrafficProjections <<dataType>>
[bookmark: _Toc105572992][bookmark: _Toc122351714]8.5.10.1	Definition
This data type specifies the traffic projection for a network slice or a network slice subnet.
[bookmark: _Toc105572993][bookmark: _Toc122351715]8.5.10.2	Information elements
Table 8.5.10.2-1
	Name
	Definition
	Support qualifier
	Properties

	projectionTime
	The time duration for which the projections are made.
	M
	type: ProjectionDuration
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	uPFProjections
	This specifies the traffic projection of a UPF in the network slice or network slice subnet.

It shall be present only if the analysis target contains CN part.
	CM
	type: UPFProj
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	gNBProjections
	This specifies the traffic projection of a gNB in the network slice or network slice subnet.

It shall be present only if the analysis target contains AN part.
	CM
	type: gNBProj
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	sMFProjections
	This specifies the projected number of PDU session of a SMF in the network slice or network slice subnet.

It shall be present only if the analysis target contains CN part.
	CM
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False

	aMFProjections
	[bookmark: _GoBack]This specifies the projected number of registered subscriber of an AMF in the network slice or network slice subnet.

It shall be present only if the analysis target contains CN part.
	CM
	type: Integer
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: None
isNullable: False



	[bookmark: _Toc462827461][bookmark: _Toc458429818]End of changes




