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1	Decision/action requested
The group is asked to discuss and approval.
2	References
[bookmark: _Hlk126761765][1] 	3GPP TR 28.836: “Study on intent-driven management for network slicing”.
3	Rationale
This document is to add use case of intent driven management for network slice feasibility check.
4	Detailed proposal
It proposes to make the following changes to TR 28.836 [1].
	1st Change



[bookmark: _Toc119936697][bookmark: _Toc119936698]5.X	Intent driven management for network slice feasibility check 
5.X.1 	Use case of Intent driven management for network slice feasibility check 
5.X.1.1	Introduction
Specification level use case of network slice feasibility check is described in clause 5.1.6 of TS 28.531 [3].
NOP provides the intent driven management service to CSC to deliver a communication service.
Network operator is capable to provide capability of feasibility check of intent in order to check feasibility of network slice in 3GPP management system.
[bookmark: _Toc119936701]5.X.1.2	Description
[bookmark: _Toc50534038][bookmark: _Toc50535359][bookmark: _Toc50539681][bookmark: _Toc50647287][bookmark: _Toc50647406][bookmark: _Toc119936702]The difference from existing specification use case described in clause 5.1.6 of TS 28.531 [3] is as following. 
Intent driven MnS producer performs the feasibility check of the intent instance which aims at checking the feasibility of the intent to deliver a network slice, at a particular point in time. The feasibility check results are provided to intent driven MnS customer to inform whether the network slice requirements can be satisfied or not.
5.X.1.3	Post-condition
The feasibility check of provisioning a network slice for a specified group of end users is satisfied by the means of the feasibility check of intent management. 
[bookmark: _Toc119936703]5.X.1.4	Requirements
[bookmark: OLE_LINK8]REQ-Intent_Modify_Slice-CON-1: The intent driven MnS shall have capability enabling intent driven MnS consumer to check the feasibility of intent expectation for delivering a network slice.

	End of Change



