Error! No text of specified style in document.
2
Error! No text of specified style in document.

[bookmark: _Toc20150380][bookmark: _Toc27479628][bookmark: _Toc36025140][bookmark: _Toc44516240][bookmark: _Toc45272559][bookmark: _Toc51754558][bookmark: _Toc98172315][bookmark: historyclause]3GPP TSG-SA5 Meeting #147	S5-232447
Athens, Greece, 27th Feb 2023 - 3rd Mar 2023
	CR-Form-v12.2

	CHANGE REQUEST

	

	
	28.541
	CR
	0890
	rev
	-
	Current version:
	[bookmark: _GoBack]18.2.2
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	



	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	X



	

	Title:	
	Rel-17 CR 28.541 fixing coverageArea

	
	

	Source to WG:
	Samsung R&D Institute UK

	Source to TSG:
	S5

	
	

	Work item code:
	TEI17
	
	Date:
	

	
	
	
	
	

	Category:
	A
	
	Release:
	Rel-18

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier 													release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)
Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8	(Release 8)
Rel-9	(Release 9)
Rel-10	(Release 10)
Rel-11	(Release 11)
…
Rel-16	(Release 16)
Rel-17	(Release 17)
Rel-18	(Release 18)
Rel-19	(Release 19)

	
	

	Reason for change:
	One network slice can span across multiple location

	
	

	Summary of change:
	Changing Multiplicity of coverageArea to *

	
	

	Consequences if not approved:
	Wrong specification.

	
	

	Clauses affected:
	6.4.1

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1
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[bookmark: _Toc59183293][bookmark: _Toc59184759][bookmark: _Toc59195694][bookmark: _Toc59440122][bookmark: _Toc67990580]6.4.1	Attribute properties
	…
	
	

	V2XCommMode.v2XMode
	An attribute specifies whether or not the V2X communication mode is supported by the network slice.

allowedValues:
"NOT SUPPORTED", "SUPPORTED BY NR".

	type: <<enumeration>>
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: False

	coverageArea
	An attribute specifies the coverage area of the network slice, i.e. the geographic region where a 3GPP communication service is accessible, see Table 7.1-1 of TS 22.261 [28]) and NG.116 [50].
	type: String
multiplicity: 1*
isOrdered: N/AFalse
isUnique: N/ATrue
defaultValue: False
isNullable: True

	termDensity
	An attribute specifies the overall user density over the coverage area of the network slice. See Table 7.1-1 of TS 22.261 [28]).
	type: TermDensity
multiplicity: 1
isOrdered: N/A
isUnique: N/A
defaultValue: False
isNullable: True
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