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1
Decision/action requested

Include the proposed changes in TR 28.827.
2
References

 [1]

3GPP TR 28.827: "Study on 5G charging for additional roaming scenarios and actors"

3
Rationale

To correct some errors.
4
Detailed proposal

	First change


7.1.4.1.2
Reference architecture
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Figure 7.1.4.1.2-1: Roaming 5G data connectivity scenario in service-based interface representation
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Figure 7.1.4.1.2-2: Roaming 5G data connectivity scenario in reference point representation

The SMF with CTF interact with CHF using Nchf interface. The CDRs produced by CHF may be sent for interconnect charging (shown as dashed in the figures), which then can be used to aggregate and calculate the amount of data per home MNO, the interconnect part is only included for completeness and is currently outside the scope of 3GPP SA5.

	Second change


7.1.4.2.2
Reference architecture
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Figure 7.1.4.2.2-1: Roaming 5G connection and mobility scenario in service-based interface representation
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Figure 7.1.4.2.2-2: Roaming 5G connection and mobility scenario in reference point representation

The AMF with CTF interact with CHF using Nchf interface. The CDRs produced by CHF may be sent for interconnect charging (shown as dashed in the figures), which then can be used to aggregate and calculate the number of connected UEs per home MNO, the interconnect part is only included for completeness and is currently outside the scope of 3GPP SA5.

	Third change


7.1.4.3.2
Reference architecture
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Figure 7.1.4.3.2-1: Roaming 5G data connectivity scenario in service-based interface representation
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Figure 7.1.4.3.2-2: Roaming 5G data connectivity scenario in reference point representation

	Fourth change


7.2.4.2.1
General

A possible solution for key issues #2a and #2b covering requirements REQ-CH_CVTOH-01, and REQ-CH_CVTOH-02, retail charging for 5G data connectivity provided to the home MNO’s user by the visited MNO.
The visited CHF does converged charging for interconnect, while the home CHF does converged charging for the subscriber.

	End of change
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