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1
Decision/action requested

Discuss and approve the proposed potential solutions
2
References

[1]
3GPP TR 28.835 v0.5.0: “Management Aspects of 5G MOCN Network Sharing Phase2”
3
Rationale

This contribution proposes to add the issue and potential solution for the collection of the operator specific performance measurements which affected by the modifications to support the MOCN RAN sharing with multiple cell identity broadcast scenarios.
4
Detailed proposal

	First change


5.x
Issue #x: Collection of operator specific performance measurements in MOCN RAN sharing with multiple Cell Identity broadcast scenarios
5.x.1
Description

The IOC NROperatorCellDU has been added in TS 28.541 to support MOCN RAN sharing with multiple cell identity broadcast scenarios, and in the definition of NROperatorCellDU, it is mentioned that "When configured the attributes override those in the associated NRCellDU instance.", and NROperatorCellDU has the attribute pLMNInfoList, this means, in MOCN with multiple cell identity broadcast scenarios, the pLMNInfolist information in the IOC NRCellDU may be ignored and there is no guarantee that the pLMNInfolist information in the NRCellDU instance is currently maintained. 
On the other hand, the NROperatorCellDU IOC is defined to support operator specific cell level information, so for the operator specific measurements, it is simple and clear to be collected on NROperatorCellDU directly.

	Next change


5.x.2
Potential solution

The potential solution is to add NROperatorCellDU as measurement object class in the measurements which are based on the message with PLMN Id information, which including the measurements defined in 5.1.1.1 Packet Delay, 5.1.1.3 UE throughput, 5.1.1.23
Number of Active Ues, 5.1.3.4
IP Latency measurements. The detailed modification is shown below:
f)
NRCellDU (for all scenarios except MOCN network sharing with multiple Cell Identity broadcast scenario), 

NROperatorCellDU (for MOCN network sharing with multiple Cell Identity broadcast scenario)
	End of changes


